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Abstract

This report presents a method for imposing boundary conditions in the context of hyperbolic systems of
conservation laws in the finite volume framework. This method is particularly well suited for approximations
in the framework of Finite Volume Methods in the sense that it computes directly the normal flux at the bound-
ary with using just the hyperbolic nature of the system and nothing else. We discuss both linear and non linear
problems. In the first group, we consider the wave equation, the Maxwell system and the linear elasticity
problem. In the second group, we firstly study conservative systems as the magneto-hydrodynamic system, the
Euler equations together with its classical reduced versions : isentropic, isothermal and shallow-water approx-
imations and finally we consider complex (non conservative) models arising in the numerical computation of
two fluid models. These latter systems initially motivated our approach.

For each application, we analyze the hyperbolicity and write the eigensystem, then we present the so-called
VFFC finite volume approach and provide at the discrete level a general theory for the boundary condition
treatment. We analytically and numerically compare our treatment with the incomplete Riemann invariant
technique. Finally we address practical issues and we present some numerical results. A last section is devoted
to the widely studied one dimensional Euler equations for inviscid flow.
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Notations

e 1 : Identity matrix

¢ : Kronecker symbol

A : Cross product
e ®: Tensor product : (a ® b);; = aib;

A : Laplacian operator
o F(v)-w:Normal flux: F(v)-w = 3" w,F*(v)
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1 Introduction

A lot of physical models occurring in continuous mechanics appear to be systems of conservations laws. These
equations express in general fundamental laws of physics, namely the conservation of mass, charge, momen-
tum, total energy, etc. When dealing with multidimensional models, essentially the only way of obtaining
quantitative results is to use numerical simulation. That is working with a discrete approximation of the system
of equations. If one insists on the fact that the conservation laws must be rigorously fulfilled (and according
to physical considerations this is often a minimal requirement) one is naturally led to use the so-called finite
volume approach. In this paper our aim is to discuss with great details the matter of imposing at the discrete
level boundary conditions on the boundary of the computational domain. We shall however always deal first
at the continuous level the boundary conditions and then study their discrete version. Note that these bound-
aries could be either physical (wall, inlet or outlet, etc) or numerical (sometimes called artificial) when e.g. the
physical domain is infinite. Let us mention that the applications we have in mind are those steaming from Fluid
Mechanics, although other fields will also be considered (see Section 5).

The modern theory of partial differential equations relies on Distribution theory and boundary conditions prob-
lems have been first studied in this context. A reference in this direction is the famous treatise written in the late
sixties by J.L. Lions and E. Magenes [38], [39]. The objective of their program was to study in a systematic
way the boundary values problems associated with linear partial differential equations. In the same spirit, the
book of H.O. Kreiss [36] should be quoted.

Let us deal more particularly with hyperbolic type equations. For these equations, wave propagation phenom-
ena are determinant and we refer to Whitham [60] in which a deep exposition is provided. Concerning the
discrete problem associated with these equations, roughly speaking there are two caricatured situations. In the
first one, one deals with linear and quiet general (wave) equations while in the second one, one deals with
nonlinear particular ones. For linear (wave) equations like e.g. the wave equation in 1, 2 or 3 space dimension,
Maxwell’s equations, Elasticity equations, a lot of works rely on the theoretic and explicit solution to the con-
tinuous equations and this leads in general to a non local boundary condition. Then usually, an approximation
procedure, e.g. an asymptotic expansion with respect to a small parameter, is applied in order to derive local
boundary conditions. Next these conditions are discretized by classical difference techniques. This has led to
a very wide body of knowledge and we refer to the review article by Tsynkov [55] for numerous results and
references. On the opposite, concerning nonlinear equations, most of the works are devoted to particular equa-
tions and since no explicit solutions are available, most of the works rely on ad hoc procedures usually related
to physical considerations.

In this report our aim is to provide a general theory for the boundary condition problem at the discrete level
for multidimensional hyperbolic systems in the finite volume framework. Our work transfers in a certain sense
knowledge in the linear case to the non linear one and gives a systematic approach that can be used in either
cases (linear and non linear). Moreover, and in contrast with most of the works on the subject, we do not
rely on either specific or computationally expansive functions like e.g. Riemann solvers or Riemann invariants.
Actually we just use the hyperbolic nature of the system and nothing else. Last but not least, we address directly
the key problem which consists in determining directly the normal flux on the boundary while other methods
rely on the finding of a state on this boundary (a problem that can be ill-posed). As a result of our method, we
are able to take into account any physically reasonable boundary condition and Theorem 1 gives a sufficient
condition under which the problem of finding the normal flux is well-posed. Moreover this condition is natural
and straightforward to check in each example. Although no general result is obtained in the non linear case®, we
are able to treat the case of characteristic boundaries in the context of a wall in fluid mechanics, see Section 6.1.
In contrast with methods which require the determination of a state on the boundary, we do not impose artificial
conditions since in this case the problem is under determined. Indeed dealing directly with the normal flux
leads us to a system with the same number of equations and unknowns, see Section 3.2.3. We shall compare
our method with classical ones both from the point of view of computational cost and precision.

1Recall that already at the continuous level, this is a well known open problem
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2 Setting of the problem in the multidimensional conservative
case

Let us consider a system of m conservation equations defined on a nd-dimensional domain €2 (with nd = 1,2
or 3 in practice) :

%—FV'F(’U):O in QxR v=(vi,...,0m) ER™. (2.1)

Here FY maps G into R™ where G is an open subset of R™ corresponding to the physically admissible states

and
nd

2.1 Examples of multidimensional conservative problems

Let us give some typical examples (of practical importance) of such systems.

2.1.1 Example 1 : the wave equation

The first one is the multidimensional wave equation that reads :

&*u

2
where c is a given positive real number. Setting v = (vo, ..., vna), m = nd + 1, Fj(v) = cvj for j =
1,...,nd and F}(v) = cd;pvo Tor j,p = 1,...,nd, one sees immediately that system (2.1) implies that
u = v satisfies (2.2). Hence the system reads here as
nd
8u a’Uz
— — = 2.3
o T 2, T @3
=1
Ov; Ou :
- — = =1,...,nd. 2.4
Observe that
nd
Z wiF'(v) = ¢(vy - w,uw), VYw € R™, (2.5)
=1
where we have split v = (u,vy) With vy = (v1, ..., Una).

2.1.2 Example 2 : the Maxwell system

This example is Maxwell’s system of equations that reads for nd = 2 or nd = 3 :

aa—lt) —curlH =0, (2.6)
88—? +curlE =0, 2.7)

with constitutive equations D = ¢F and B = pH. The vectors D and B live in R™? and are divergence free
vector fields. For simplicity, € and  are taken as positive constants. Here we take v = (D, B), m = 2nd and
set

nd
S wiFi(v) = (—% /\B,%/\D), Yw e R™, (2.8)
=1

so that (2.6)-(2.7) is again of the form (2.1).

Report CMLA, Ens de Cachan, 2003
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2.1.3 Example 3 : the linear elasticity problem

The third example is the time dependent linear elasticity problem for nd = 2 or nd = 3 where motion of

the solid is described by the displacement vector u = (u®,--- ,u™?) as a function of time ¢ and of position
x = (z',---,z"%). Let us remark that the case nd = 1 corresponds to the wave equation (2.2). The equations
of motion have the form (see for instance Marsden and Hughes [40] and John [35]) :
Pu;  A+p 2 9 I "L 92w, .
= = — =1,---,nd 2.9
6t2 P Z axlaxk + k:l 633% ’ ! ’ NG ( )
with Lamé constants )\, 1 and density constant p.
Let denote vo = (v4, - ,v5?%) € R™ and v; = (v}, - ,v}%) € R™ for j = 1,--- ,nd. Setting v =
(vo,v1,- -, Una), this system is of the form (2.1) with vo = v and m = nd(nd + 1) as
a'U(i) avk avk 'Ui .
= =1, .nd
ot E_: oz T Z 9o T Oz 1T Loomds 2.10)
vy _ v ij=1,-- ,nd
8t am‘j ) ) ) ) )
where F'* mapping G into R™¢ satisfy
nd )
Z wiF'(v) = (o(vy)w,w ® vg) (2.11)

where we have split v = (u, vy) with vy = (v1, ..., vna) and where o (vy) is the matrix
n A
o(vy) = —€(vg) + —tr(vy)1
(v4) p (vs) p (vg)
with e(vg) = 3 ("vg + vy).

2.1.4 Example 4 : the magneto-hydrodynamic system

The fourth application concerns a model of ideal magneto-hydrodynamics. The system satisfied by magnetics
fluids reads in conservative form as

9p _

ar FV - (pw) =0, (2.12)
a(gt“) +V-(pu@u+ P)=0, (2.13)
a(gtE) + V- (pBu+ Pu) =0, (2.14)
%—erv (u@B—-B®u) =0, (2.15)

where the scalar p is the density, the vector  in R™® represents the velocity, the divergence free vector field B
(ie. V- B = 0) is the magnetic field, the scalar E = e + 3|u|” + 5| B|* is the total energy and the matrix P

satisfies P = (p + %\BF)]I — B ® B. In order to close this system, one should provide an equation of state
(EQS) linking the pressure p, the internal energy e and the density p. Let us emphasize that this system is of the
form (2.1) with v € R*¥*2 v = (p, pus, . .., ptna, pE, B1, ..., Bna), m = 2nd + 2 and for all w in R™?

Z wiF'(v) = u - w(p, pu, pE, —B) + (p + %|B|2)(0,w,u ‘w,0) — B-w(0,B,B-u,—u). (2.16)

2.1.5 Example 5 : the Euler equations

The third one is the multidimensional Euler equations for compressible inviscid fluids that reads :

9p

5 TV (ow) =0, (2.17)
8({5:) + V- (pu®@u+pl)=0, (2.18)
8(55) £V (pEu+ pu) = 0, (2.19)

7
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where £ = e + %|u|2 is the total energy and w is a vector in R™, In order to close this system, one should
provide an equation of state (EOS) linking the pressure p, the internal energy e and the density p. Let us
emphasize that this system reduces to the 3 first equations (2.12)-(2.14) of the magneto-hydrodynamic system
where the matrix P is spherical: P = p1, with p denoting the thermodynamical pressure.

This system is of the form (2.1) with v € R™**2 v = (p, pus, - - - , pina, pE), m = nd + 2 and

nd
Z wiF'(v) = (u-w)v +p0,w,u-w), YweR™. (2.20)
i=1

2.1.6 Example 6 : the isentropic compressible Euler system

Introducing the specific entropy function s and the temperature 7" that satisfy T'ds = de — L dp, it is classical
to derive for continuous solutions of (2.17)-(2.18) the fact that the specific entropy is convected by the flow:
% +u-Vs=0.

Since s = constant is an obvious solution to this equation, in certain physical cases, it might be relevant to
address the reduced system, known as the isentropic compressible Euler system of equations, which consists
in the two conservation laws (2.17) and (2.18). This time the EOS is a relation between the pressure and the
density: p = p(p). This system is of the form (2.1) with v € R™* ! v = (p, pua, ..., pina), m = nd + 1
and

F() -w=u-w(p,pu) +p0,w), YweR™. (2.21)

The function p = p(p) is arbitrary and depends on the fluid which is considered. The only constraint is that
the derivative of p with respect to p is non negative which corresponds to the physical property that pressure

perturbations propagate at finite speed: the speed of sound, ¢ = / j—i. There are two asymptotic cases which
are sometimes considered and yield the two following applications.

2.1.7 Example 7 : the isothermal flow

Here the relation between pressure and temperature is linear which physically corresponds to the limit case
where the two heat capacities C, and C, are equal. In such a case a change in the temperature requires an
infinite amount of energy, that is an impossible fact. Hence the temperature cannot vary. Since now the speed
of sound is constant, the system (2.17)-(2.18) with the normal flux (2.21) is closed by the EQS: p = ¢2p.

2.1.8 Example 8 : the shallow water equations

In that case a very thin layer of fluid is considered. This fluid is in general a liquid and is therefore slightly
compressible. In the limit where the fluid is incompressible, the density is constant but the height, A, of the fluid
might depends on space and time. In this situation one arrives again to the model (2.17)-(2.18) with the normal
flux (2.21) but this time p = 1 pgh® and p = ph where p is the constant density of the fluid and g denotes the
gravity.

Of course there are many other examples of systems of conservation laws. We have chosen to study these typical
examples because of their physical importance and also because they belong to three different categories. The
first one is a scalar second order (with respect to time) linear equation, the second one is a first order linear
system of equations, the third one is a second order linear system while the last ones are first order non-linear
systems. We shall demonstrate in this paper, that the problem of imposing boundary conditions for these
systems of equations in finite volume setup can be handled in a systematic and effective way thanks to their
hyperbolic character (which is dealt in the forthcoming Section).

2.2 On the continuous system of equations

The dependent variable v is a function of the independent variable = and ¢. Given an arbitrary point v € G,
the constant function v(x,t) = v solves the system (2.1). Now if we linearize this system around this trivial

solution, we obtain :
nd

— +Y A — =0, (2.22)
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where A7 = A7 (v) and where A7 (v) is the Jacobian matrix aFajqf”) . Indeed, this readily follows from the first

order Taylor expansion with respect to w € R™¢ :

. ) ™ OFI
Fv+w)=F@)+) aap—viy)wk + hot inw.
k=1

Now, equation (2.22) can be explicitly solved thanks to the Fourier transform which actually amounts looking
for its plane wave solutions w(z, t) = € expi(w.z — At) withw € R™ and A € R. This leads to the following
eigenvalue problem :

nd
> (wA?) e = (223)
j=1
By denoting the m x m matrix
oL OF (v)
Auv) =) wi—ps =, (2.24)
j=1

we see that we are dealing with the eigenvalue problem for A, (v). It is now natural to introduce the classical
definition of hyperbolicity for systems like (2.1).

Definition 1 The multidimensional system of conservation laws (2.1) is said to be hyperbolic if for every w €
R™ and every v € G the m x m matrix A, (v) has m linearly independent real eigenvectors.
In case of an hyperbolic system, an eigensystem of A, (v) is composed of

o the set of the real eigenvalues : \1(v,w) < ... < An(v,w),
e aset (li(v,w),...,ln(v,w)) of left eigenvectors satisfying :

PAL(v) le(v,w) = Ap(v,w)lk(v,w), fork=1,...,m,
e aset (r1(v,w),...,rm(v,w)) of right eigenvectors satisfying :
A (V) ri(v,w) = (v, w)rg(v,w), fork=1,...,m.
and the following normalization : (k,p = 1,...,m)
lk(v,w) - rp(v,w) = Op,p -

Let us discuss the hyperbolic character of the previously defined models and for a later use, let us give the
analytical expression of an eigensystem.

2.2.1 Example 1 : Eigensystem

For the the multidimensional wave equation (2.2), given w € R™¢, the matrix A., (we omit the dependence in
v since for a linear equation the matrix A,,(v) does not depend on v) is

0 cw1 e CWnd
cw1 0 0 0
Ay = ) . . . . (2.25)
CWnd 0 0 0
Since this matrix is symmetric, it has a complete set of eigenvectors and therefore (2.2) is an hyperbolic system
of conservation laws. The eigenvalues of A, are as follows :
A (w) = —clwf,

)\2(0.)) == /\nd(w) = O, (226)

And+1(w) = clw].
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The right and left eigenvectors associated to these eigenvalues can be taken equal to

rw) =hw) = E(L m%
(@) = Loge (@) = (1, £ (2.27)
n+() ln+() \/5(1’|0J|)’

rj(w):lj(w):(O,Qj), j:2,...,nd,

where Q1, - -+, Q2,41 is an orthonormal basis of the hyperplane orthogonal to w.

2.2.2 Example 2 : Eigensystem

Concerning Maxwell’s system of equations (2.6)-(2.7), the matrix A, is compactly defined by the identity

(2.8):
Au(D,B) = (7% /\B,%/\D). (2.28)
The eigenvalues of A, are as follows,
Mw) = = Anaor (@) = —clu],
And(w) = Anata1(w) =0, (2.29)
Andp2(w) =+ = Azna(w) = clw],

where ¢ > 0 satisfies cZep = 1.
The right eigenvectors associated to these eigenvalues can be taken equal to

w A Q .
rj(w) = (4, — CEMJ), j=1,...,nd—1,
Tnd(w) = (w,O),
(2.30)
’f’nd+1(w) = (va)’
wA € .
Tndt+j+1(w) = ( j,wa), j=1,...,nd—1,
where Q1,---,Qp,q—1 is an orthonormal basis of the hyperplane orthogonal to w. The dual basis of the
(Tk (w))kzl,m,nd+2 is then
1 w A Q;
j(w) = 5(95, - ! j=1,...,nd—1
l](w) 2( 7 C‘LL|L¢J| )7 J ) ,Tld )
lnd(w) = (w,0),
(2.31)
lnat1(w) = (0,w),
- 1 w N Qj .
lndyjr1(w) = 5( 3 el ), j=1,...,nd—1.
2.2.3 Example 3 : Eigensystem
Concerning linear elasticity system of equations (2.10), the matrix A,, is defined by :
Ond Al T And
w1 ]17Ld Ond Tt Ond
. ) (2.32)
Wnd]lnd Ond Tt Ond

10
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where 0,4 and 1,4 are the zero and identity matrices and where matrices A; are defined with the non-zero
column and row corresponding to column ¢ and row 7 by

0 w1 0 0 0
I A ) . . . . 14
A= =wilpg+ — . . : : : t=jwr o Wed (233)
P P ’ . ’ ) : P 0 0
0 wneg O
The eigenvalues of A,, are equal to :
A+2
)\1((4)) — ﬂ|w|’
P
o K
A2(W)7*)\nd(w)*_ —|U}|7
p
And1(@) =+ = Mgz (w) =0, (2.34)
. _ _ K
Anaz41(W) =+ = Ananar)-1(w) = 4/ ;|w|,
A+2
)\nd(ndJrl)(w) = p K |UJ‘ .

2.2.4 Example 4 : Eigensystem

For the ideal magneto-hydrodynamics equations, the matrix A, (v) is

0 w 0 0
Kw—u-wu URw—kw@u+u-wl kw (1-kw®B-B-wl
2u - w|B|? |BJ?
———— 4+ (K-Huw (H+ —)w—-ku-wu (1+ku-w (1—ku -wB—-B-wu
%-wu—B-uw B®w—-B-wl
B — — 0 u-wl

Following the process of Roe and Balsara [47], Barth [4], Powell [42], and Powell et al [43], we are able to
give a generalized form of the eigenvalues and eigenvectors of this system. For nd = 3, the real eigenvalues
are as follows :

A(v,w) =u-w —[wler

Ae(v,w) = u-w — |wles

A3(v,w) =u-w—cq

Aa(v,w) = As(v,w) =u-w (2.35)
Ae(V,w) =u-w+cq

A (v,w) =u-w+ |w|es

As(v,w) =u-w+ |wley .

The eigenvalues A4 and A5 correspond to an entropy and a magnetic-flux wave, A3 and \g correspond to a pair
of Alfvén waves, A2 and A7 (resp. A1 and As) correspond to a pair of slow (resp. fast) magneto-acoustic waves.
Here the thermodynamic temperature has been denoted by T, the specific entropy by s, the total enthalpy by
H, the speed of sound by ¢ and then (note that according to the second principle of thermodynamics, we have

11
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P
(3),>0.(3), >
_ 1 (op _ dp _ 1 2 p _ 2 2
T(a) c= <6P)S7 H—e+2|u\ +p7 K=c+k(u*—H),
ca:—
7
(2.36)
2 2
‘:f_w( B2 +f> | CS_¢1<CQ+IBI_¢5)
2 2 p
2 208 .32
with 5:<c+ﬂ) _ 4B w)
P plw|

In order to describe the eigenvectors associated to these eigenvalues, we note 2; the orthogonal vector to w
such that

Q1] = |wl, (2.37)

Q1 € Span(w, B),
(w, Q1,w A Q) isdirect.

and in order to take into account the limit case w - B = 0 and w = B, Roe and Balsara introduced the
following positive parameters that are defined by

2 2
o c5 cy—c¢
of = 2 —c2 ’ of = cg —c2 (2.38)
f S f S
and that satisfy the following relationships
oz? + a§ =1
a?c? + agci =c°
2
(agan)? = S 2) (2.39)
Vo lwl?
2 B2 2 _ |B)?
2 _ 1 C T 2 _ 1 C T
Ay = — 1 + — s Qg = = 1- ——
=2 ( V5 2 V5

Let us recall that if R (resp. L) is an right (resp. left) eigenvector of the system written in the physical variables
(p, u, p, B) then the corresponding “conservative” eigenvector r (resp. [) is given by the relationship

oV oW \"
= = — 2.40
r= 8WR and ! (8V) L (2.40)
where
1 0 0 O
ov U pl 0 O
7 - 2.41
ow H - % pu + 0 (2.41)
0 0 0 1
and
1 0 0 0
—u 11 o 0
ow _ , (2.42)
v k(& —H+u?® —ku k —kB
0 0 0 1

12
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For nd = 3, the right primitive eigenvalues associated to A3, A4, As, Ag are equal to
Rs(v,w) = (0, —w A Q1,0, —/pw A Q1)

Ra(v,w) = (1,0,0,0)

Rs(v,w) = (0,0,0, ) 249
5\, = s Uy Uy T
|w]
Res(v,w) = (0, +w A Q1,0, —/pw A Q1)
The primitive right eigenvectors of the magneto-acoustic waves are
w9 +B-wQ
Rl(v7w =afr\p, —Cfi—,C p>0) + asc pSgn(B'Ql 0, ———77,0, 7
)= rte ey ve O el ol Tl
w 9 +Cngn(B . w) A O
Ro(v,w) = as(p, —cs—,c"p,0) — arcy/pson(B - 21)(0, ————F—,0, —
(0:0) =l =€ 75,6, 0) = aye/psgn(B - 2)(0, =TT, 0.0
w 2 —Cfsgn(B . UJ) O O
R7(v,w) = as(p, +cs7—,c p,0) — are/psgn(B - 21)(0, —————,0, —
(0:) = aslp, e 7€, 0) = aye/psgn(B - )(0, 20,0,
w 2 —B s W Ql Q1
Rs(v,w) = af(p,+cf—,c p,0) + ascy/psgn(B - 21)(0, ————,0, —
(0:) = aypy+er €%, 0) 4 aeyBSI(B - 2)(0, — 270,778
So as to minimize the rounding error and to treat the triple umbilic point, we rewrite ¢, as
. 2
o= S M’ (2.44)
|wley p
and we propose to compute o, and a in the following way : if ¢ — @ then ay = as = % else first
compute
¢ = % arctan <%> (2.45)
|wly/p(c? = 5-)
then if ¢ > 0 then ay = cos(¢) and as = sin(¢) else if ¢ < 0then ay = —sin(¢) and as = cos().
The left primitive eigenvectors are given by
w 1 +B-w | )
Li(v,w) = —— (a 0,—cf—,—,0) + ascsgn(B - 21)(0, ————,0, — )
)= g0z \ WO —ergp 0 (B0 el ol Tl
. sgn(B -
La(v,w) = % (as(o,_csi7 170) _ ayesgn(B Ql)(07 +cp/PSYN(B - w) &7 7&))
20 BN NG ¢ ] Tl
Li(v,w) = L(0 —wAQ,0 —Lw/\Q )
3\, - 2|w|4 ) 1,Y, \/ﬁ 1
. 1
L4(U7w) - (1’0’07_672)
(2.46)
w
Ls(’an) = (070705 _)
|l

1 1
Le(v,w) = W(O,—l—w /\91,07—ﬁw A Q1)

. — sgn(B -
Re(0,0) = (a5(0,+csi,1,o)— aresgn(B - ), —er/oson w)&m,&))
% EN NG c R
1 w 1 *B’&}Ql Ql
Rs(v.w) = (a 0, +er 2L 0) 4 anesgn(B - )0, —B @ ,—>)
2222 \"T T ) p perlwl o wl

13
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For nd = 2, the real real eigenvalues are defined by :

A(v,w) =u-w— |w|ey
Ae2(v,w) =u-w— |w|es
As3(v,w) = A(v,w) =u-w (2.47)

As(v,w) = u-w+ |w|es

Ae(v,w) =u-w+ |wley .

and the eigenvectors correspond to the nd = 3 eigenvectors.

Hence the multidimensional magneto-hydrodynamics system is an hyperbolic system of conservation laws.
2.2.5 Example 5 : Eigensystem

For the multidimensional Euler equations (2.17)-(2.19), the matrix A, (v) is found to be equal to :

0 w 0
A, (v) = Kov—u-wu u®w-kw®u+u- wl kw (2.48)
(K-—H)u-w Hw —k(u-w)u 1+ku-w

where the thermodynamic temperature has been denoted by T', the specific entropy by s, the total enthalpy by
H, the speed of sound by ¢ and then (note that according to the second principle of thermodynamics, we have

(3),>0.(%) >0
1 (op Oop 1 2. p 2 2
= £ H = Z £ K = — H). 2.49
= (3) o emy(G) meerghrl K=Cuklom. @)
The eigenvalues of A, (v) are as follows,
AM(v,w) =u-w— |wle,
Ae(v,w) =+ =Apgr1(v,w) =u-w, (2.50)
Andt2(v,w) =1 w+ |w|c.
The right eigenvectors associated to these eigenvalues can be taken equal to

r1(v,w) = (1,u—c£,H—u~ ic),
w

jwl

T”ld+2(v7w> = (1,U+Ci,H+u . ic),

|| ||

(2.51)
C2
T'Q(U,LJJ) = (1,U,H - Z)a
r3(v,w) = (0,Q,u- ), ..., rnat1(v,w) = (0, Qna—1,u - Qna—1),
where Q1,---,Qnq—1 is an orthonormal basis of the hyperplane orthogonal to w. The dual basis of the
(T (v, W) =1, nayo 1S then
1 U - w w
=— (K
l1(v,w) ¢ ( + w | —ku — |w|c k) ,
1 u - w
lndye(v,w) = = (K —ku+ — k) ,
2c Tl © | < (2.52)

k
lQ(”:“)) = C_Q(H - |u|2,u,—1),

lg(’U,w) = (—u . Ql, Ql, 0), ey lnd+1(v,w) = (—u . Qnd—l, Qnd—l, 0) .
Hence the multidimensional Euler equations is an hyperbolic system of conservation laws.

14
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2.2.6 Example 6, 7, 8 : Eigensystem

For the isentropic multidimensional Euler equations, the matrix A, (v) is

0 w
AW(U)_(CQw—u-wu u®w+u-w]l)' (2:53)
where the speed of sound is defined by ¢ = g—z. The eigenvalues are as follows

AM(v,w) =u-w—|wlc,
A(v,w) =+ =Apa(v,w) =u - w, (2.54)
And+1(v,w) =u-w+ |wlc.

The right eigenvectors associated to these eigenvalues can be taken equal to

w
j— 1 _ -
ri(v,w) = (1,u C\w|)’

w (2.55)
ol

7"2(1},(4)) = (07 Ql)7 ceey Tnd(’U,(A)) = (07 Qnd71)7

7"nd+1(U7 W) = (1, u—+c

where Q1,...,Q,4-1 is an orthonormal basis of the hyperplane orthogonal to w. The dual basis of the
(rk(v,w)) gz, pag 1S ThEN

w w

1 U -
ll(v,w)—%(c'i‘ma—m)y

_l o uww w (2.56)
lnd+1(1},w>— QC(C |w| (& |UJ‘)7

lz(’l},w) = (—u . Ql,Ql), .. .Jnd(v,w) = (—u . Qnd—hQnd—l) .

Concerning Application 7 one has simply to take into the previous formulas ¢ = ¢o while for Application 8 one
takes ¢ = /gh.

2.2.7 Remark on the well posed character of the system

If we consider an hyperbolic system, for the linearized system (2.22) it is then straightforward to show using the
Fourier transform that the initial value problem in the whole space is well posed in various functional spaces.
Then by fixed point techniques, one can extend these results to the nonlinear system (2.1). We refer e.g. to the
recent books by D. Serre [50] and C. Dafermos [11] for that purpose. However when one is interested in the
mixed initial and boundary value problem, the situation is much more involved. In the linear case, much can be
done while in the non-linear one very little is known.

Let us briefly give a flavor of the problem by considering the very simple example of the linear transport
equation. Given ¢ € R*, the one dimensional linear transport equation (called the advection equation) reads :

ou ou

e + C% =0. (2.57)
Here hyperbolicity is automatic and if this equation is posed on a bounded interval, say ]a, b[, one can prescribe
only one of the two boundary values u(a, t) or u(b, t) depending on the sign of c. More precisely, one can only
give the information that enters into the domain ]a, b[ : if ¢ > 0 one can give u(a, t), while if ¢ < 0 one can
give u(b, t).
In the nonlinear case, the situation is more involved even in the one dimensional case since the "speed” ¢ will
depend on the solution.

15
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2.3 The discrete system of equations

The computational domain €2 is taken to be a polygonal domain and it is decomposed in small volumes K (the
so-called control volumes) such that Q@ = Ux 7 K. We assume that the control volumes K are polyhedra such
that the interior boundary is the union of hypersurfaces K N L where L belongs to the set N (K) = {L €
T/L # K and K N L has positive (nd — 1)-measure}>.

2.3.1 The finite volume approach

In order to approximate the average of the solution on the control volume K which reads (vol(K') denotes the
nd-dimensional volume of K) :

1
= —F 2.
vk (t) wol(K) /K v(z,t)dz, (2.58)
system (2.1) is integrated on K and leads to the following equations :
voz(K)CZ’—f + FY =0. (2.59)

Hence the time evolution of vk (¢) is governed by the normal flux on the boundary of K :

Fag(t) = F(v(o,t)) - v(o) do, (2.60)
JOK
where OK is the boundary of K, v(c) the unit external normal on 9K and do denotes the (nd — 1)-volume
element on this hypersurface.
The heart of the matter in finite volume methods consists in providing a formula for the normal fluxes F5x in
terms of the {vr } 7. We decompose the normal flux (2.60) into a sum :

Fyx= > Frxr, (2.61)
LEN(K)

where the unit normal on K N L denoted by v 1, points into L and where :
Fr1 = / F(v(o,t)) - vi,Ldo. (2.62)
KNL

Since our goal is to approximate (2.59) by an ordinary differential equation for the v« (¢)’s, we have to express
the normal flux (2.62) in terms of the {va }arer. In general, (2.59) is strongly dominated by finite speed
nonlinear wave propagation phenomena and therefore we are led to consider a formula which uses a finite
stencil. For practical reasons, including CPU and storage costs, it turns out that using the two neighboring
values vk and vy, is enough at least for first order approximations. This means that we are going to look for a
formula that reads as :

Fr,p =~ area(K N L) ®(vk,vr; K, L), (2.63)

where @ is the numerical flux to be constructed and area(K N L) stands for the (nd — 1)-dimensional volume
of the hypersurface K N L.

At this level of generality the numerical flux has to satisfy two properties :

(i) consistency : ®(w,w; K, L) = F(w) - vk, L,

(i) conservation : ®(v,w; K, L) = —®(w,v; L, K).
We refer to Section 2.3.2 concerning formulas that will be used in the numerical computations. But once a
formula has been chosen, the semi discretization of (2.1) is a system of 0.d.e.’s that reads :

voz(K)ds—f + 3 area(K N L)®(vx,vr; K, L) = 0. (2.64)

LEN(K)

2At this stage, we intentionally ignore control volumes K which meet the boundary of € since it is the matter of Section 3 to deal with
this question.
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2.3.2 Numerical fluxes

Here we have to provide a formula for the numerical flux ® (v, vr; K, L) at the interface between two control
volumes K and L. Since this vector is an approximation to the normal flux (2.62), a natural choice would be
e.g.

F(’UK) + F(UL)

2

but as it is well known and understood, this leads to unstable schemes. Actually this flux has to take into
account the direction of propagation of information between the two volumes during the time step. This is the
basis for the upwind schemes and we can cite among them Godunov scheme, Roe scheme (see Godlewski and
Raviart [28] and reference therein) and the VFFC scheme from Ghidaglia et al [26] and [27]. The last two
schemes belong to the family of flux schemes according to the following definition (Ghidaglia [25]).

®(vk,vL; K, L) = UKL, (2.65)

Definition 2 The numerical flux ®(v, w; K, L) corresponds to a flux scheme when there exists a matrix U (v, w; K, L)

such that P r r P
W, - i, 1T = F

In all the numerical computations, we shall use the VFFC scheme (Ghidaglia et al [26]) which corresponds to

the following formula.

P(v,w; K, L) = “VK,L - (2.66)
Definition 3 The numerical flux of the ”VFFC” method is obtained by formula (2.66) when we take :
U(va;Ka L) = Sgn (AVK,L(N’(U7w;Ka L))) ) (267)

where p(v, w; K, L) is a mean between vx and vz, which only depends on the geometry of K and L, e.g. :

vol (K)v + vol(L)w
vol(K) 4 vol(L)

Remark 1 When a matrix M has a complete set of eigenvectors, sgn(M) is the matrix which has the same
eigenvectors as M but whose eigenvalues are the sign (€ {—1, 0, +1}) of those of M.

(v, w; K, L) = (2.68)

2.3.3 Time discretization

Although the system (2.1) has also a conservative structure with respect to time ¢, since this variable is one
dimensional, it is more standard to use finite difference schemes for its time discretization.
When the explicit first order backward Euler’s scheme is used for the total discretization of (2.64), one gets :

o = — ol () LE;(K) area(K N LY® (v, v} K, L). (2.69)

Of course this scheme is stable under a stringent C.F.L. condition, which is not the case for the implicit first
order forward Euler’s scheme :
n n Atn n n
ot = o — ol () > area(K N L)@t vith K L) (2.70)
LEN(K)

Both schemes are first order consistent, as it is the case for the space discretization.

3 Discretization of the boundary conditions

Let K be a control volume which meets the boundary 9€2. Of course formula (2.64) is no longer valid. Indeed
when K meets the boundary of © on the face K N 2, we have to find the numerical flux ® (v, K, 92) that
approximates the integral

FK@Q = / F(’U(O’, t)) -vi do. (31)
KnNoQ

Here v denotes (instead of vk sq) the unit normal to the face that points outside Q2. Then the finite volume
scheme yields for such K :

vol (K) 05 ST area(K NL)®(vx,vr; K, L) (3.2)

dt v
+ Z area(K NP (vk, K,00) = 0.
KNoQ
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In practice, this flux is not given by the physical boundary conditions and moreover, in general, (2.1) is an
ill-posed problem if we try to impose either v or F'(v) - vk on 9€2. This can simply be understood by analyzing
the characteristics. Let us consider the linearization of the system around the state v and its projection on the

normal direction to the face :

ov ov
o TAveg, =0, (33)

where g—ﬁ = Vv - vk and where A, _ is the advection matrix (see (2.24)) :

A = A ). (3.4)

Since (2.1) is assumed to be hyperbolic, the matrix 4, is diagonalizable on R and by a change of coordinates,
this system has the form of an uncoupled set of m advection equations :

o, ok _
En —l—)\kaV—O, k=1,...,m. (3.5

Here the A\x = Ak (v, vk ) are the eigenvalues of A, and according to the sign of these numbers, waves are
going either into the domain © (A, < 0) or out of the domain 2 (Ax > 0). Hence we expect that it is only
possible to impose x conditions on K N 92 where x = ti{k € {1,...,m} such that A, < 0}.

We denote by x the coordinate along the outer normal, then system (3.3) reads :

ov ov
E—FA”Ka_m_O’ (3.6)

which happens to be the linearization of the 1-dimensional (i.e. when nd = 1) system.

At this point there are two different situations. The first one (which is termed as the non characteristic case
in the literature) refers to the case where the matrix A, is invertible, while the second one refers to the
complementary case.

3.1 The non characteristic case

We label the eigenvalues A (u, v ) of 4, by increasing order :

)\1(27VK) S )\2(27VK) S S )\X(27VK) <0< Ax+l(y7VK)~-- S AT(L(E?”K)'

3.1.1 Thecasexy =0
In this case, all the information comes from inside €2 and therefore we take :
‘I)(’UK,K'7 BQ) :F(’UK) VK . (37)

In the Computational Fluid Dynamics literature, this is known as the ”supersonic outflow” case.

3.1.2 Thecase y =m
In this case, all the information comes from outside 2 and therefore we take :

®(vg, K,00) = ®given (3.8)
where ® ;.. IS the flux computed from the given physical boundary conditions. In the Computational Fluid
Dynamics literature, this is known as the “supersonic inflow” case.
3.13 Thecasel <xy<m-—1

As already discussed in the introduction of this Section, we need x scalar information coming from outside of
Q. Hence we assume that we have on physical ground x relations on the boundary :

ge(v) =0, k=1,...,x. (3.9)

Remark 2 The notation gi(v) = 0 means that we have a relation between the components of v. However, in
general, the function gy, is not given explicitly in terms of v. In Example 2.1.5, for Euler equations, g (v) could
be the pressure which is not one of the components of .
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Since we have to determine the m components of ® (v, K, 92), we need m — x supplementary scalar infor-
mation. Let us write them as

he(v) =0, k=x+1,...,m. (3.10)
In general conditions (3.9) are named as "physical boundary conditions” while conditions (3.10) are named as
”numerical boundary conditions”.
Then we take :

O(vk, K,00) = F(v) - vk, (3.11)

where v is solution to (3.9)-(3.10) (see however Remark 18 and Section 8 for a practical point of view).

Remark 3 The system (3.9)-(3.10) for the m unknowns v € G is a m x m nonlinear system of equations. We
are going to study its solvability in Theorem 1.

Let us now first discuss the numerical boundary conditions (3.10). The m — x supplementary information we
need, come from inside of 2. A natural idea is then to use the advection equation (3.5) which is, of course, a
first order approximation of the nonlinear equation (2.1), with nx = i (v, vk) - v and A\ = A (v, vi).

Since for k > x + 1 we have A\, (v, vk) > 0, we know that I;, (v, vk ) - v(x, t) on the boundary (ie for z € 99Q)
at time ¢ depends on the values of I, (v, vk ) -v inside €. This suggests that the so-called characteristic boundary

conditions :
k(v vk) v =Ik(v,vk) vk, k=x+1,...,m, (3.12)
are good candidates for (3.10). Actually we prefer a slightly different boundary condition that reads :
(v, vr) - (F(v) -vk) = lk(v,vk) - (F(vk) - vk), k=x+1,...,m. (3.13)

In fact (3.12) was derived with v = vk in the context of finite differences (we refer to the book of Hirsch [32]
Chapter 19). We think, and this is also confirmed by our numerical experience, that (3.13) is more adapted to
the finite volume approach since the unknown is the normal flux F'(v) - vx on the boundary K N oS2.

Hence the m — x supplementary information (3.10) are settled to :

hi(v) = lk(v,vi) - (F(0) - vi) — (v, vk) - (F(vk) -vik), k=x+1,...,m. (3.14)

We are going to prove the following result on the solvability of (3.9)-(3.10).

Theorem 1 In the case where 1 < x < m—1, (recall that we are in the non characteristic case : Ax (v, vi) #
0,k=1,...,m)and

i=1

deti<p,i<x <Z i (v, VK)%(E)) #0; (3.15)

with the choice (3.14) for the relations i (v), the nonlinear system (3.9)-(3.10) has one and only one solution
v, for v — v, gr(v) and hy (v) sufficiently small.

Remark 4 It follows immediately from (3.15) that the functions g, are functionally independent.

Proof We take the fixed vectors r;(v, vix) = (ri (v, vK), ..., " (v, vk )) for representing the difference be-
tween the variables v and v :

v=v+ Z &ri(v,vi)
=1
and we denote by L(-) the nonlinear function from R™ into itself defined by :

g1(v+ Z &ri(v, vi))

=1

g+ &y, v))
L) = i
hyt1(v+ Z &ri(v, vi))

=1

hm (v + Z &ri(v, vr))

=1

Let us then compute the partial derivatives of L with respect to the &; :

0Ly _ i k -
a—&lszo_zrl(yvljf{)avi (2)7 k_17"'7X7 (316)
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% =Xe(v, vk )0ky, k=x+1,...,m. (3.17)

91 |¢=o
Now thanks to condition (3.15) and the fact that A, (v, vk ) # 0, for k = x+1, ..., m, we see that the Jacobian
matrix of L is invertible at the point £ = 0. On the other hand, since the size of L(0) is small when the g (v)
and hy (v) are small, we can apply the local inversion theorem to conclude the proof of Theorem 1. |

Remark 5 If we take instead of (3.14),
ﬁk(v) =l(v,vx) - v—Il(v,vx) - vx, k=x+1,....,m (3.18)
we have the following result.

Theorem 2 In the case where 1 < x < m—1, (recall that we are in the non characteristic case : Ax(v, vk) #
0,k=1,...,m)and

S i Ogr

deti<k,i<x <§ ri(v, Vx)a—vi(y)) #0; (3.19)

with the choice (3.18) instead of (3.14) for the relations hx(v), the nonlinear system (3.9)-(3.10) has one and
only one solution v, for v — v, gx(v) and h(v) sufficiently small.

Remark 6 Now we have to discuss the choice of v. From Theorem 1, g (v) for k = 1,..., x and hy(v) for
k= x+1,...,m have to be “sufficiently small”’. Therefore the best choice should be the state v, solution
to the system (3.9)-(3.10) for which g and h;. are zero. But since the computation of the eigenelements of the
matrix A, may be complex and the system (3.9)-(3.10) may be even more nonlinear, in practice an “easily
computed” approximation of v is used. Usually v is taken equal to the interior state : v = vx. However, from
a practical point of view, it might be possible to use other approximations : see for instance the case of the
boundary conditions at infinity in Section 3.4.

Remark 7 If the condition (3.15) guarantees the existence of a solution to (3.9)-(3.10), it does not necessarily
guarantee that the discrete solution of the hyperbolic system will be an admissible solution i.e. will satisfy any
entropy admissibility condition.

3.2 The characteristic case

If ng > 1 denotes the dimension of the kernel of the matrix A

A, appearing in (3.3), we label its eigenvalues as
follows :

AM(v,vr) < Xe(v,vr) <. o0 <A (0, vK) <0 < Aggng+1 (0, VK)o < Am(v, k),
Axr1(¥vE) =0 = Mg (k) = 0.
3.21 Thecase x =0

In this case, we simply follow the non characteristic case where we consider that all the information comes
from inside and we take again (3.7)

‘I)(’UK, I(7 BQ) = F(’UK) VK . (320)

3.22 Thecase xy + ng=m

Again we simply follow the non characteristic case where we consider that all the information comes from
outside and we take again (3.8)
q)(UK: K7 69) = q)giuen . (321)

323 Thecasel < xy<m-—-ng—1

We have x scalar information coming from outside of 2. Hence we assume that we have, on the physical
ground, x relations on the boundary :

ge(v) =0, k=1,...,x. (3.22)

Since we have to determine the m components of ®(vk, K, 92), we need m — x supplementary scalar infor-
mation. Let us first write m — x — no conditions according to what we have done in the non characteristic
case :

le(v,vr) - (F(v) -vk) =l(v,vk) - (F(vk) - vk), k=x+no+1,...,m. (3.23)
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At first sight, we need no supplementary information to determine the m components of the normal flux
F(v) - vk. But since the mapping v — F(v) - vk has a non invertible Jacobian for v = v, it happens
that it is not true. For instance in the case of the Euler equations, for the wall boundary condition, since the
relation (3.22) simply reads u - vx = 0, the normal flux F(v) - vk = (0, pvx,0) depends on only one vari-
able, the pressure p which may indeed be determined with relation (3.23). We refer to Section 6.1 for full details.

In the linear case, the situation is much simpler since F'(v) - vk = A, v has exactly m — no independent
components and there is only one numerical flux F'(v) - vk satisfying (3.22)-(3.23) provided again condition
(3.15) holds true. Indeed the proof of Theorem 1 holds if the difference between the variables v and v is
replaced by

X m
U_Q:Z§lTL(Q7VK)+ Z &ri(v,vi).
=1 l=x+no+1
Let us remark that v solution of (3.22)-(3.23) is no longer unique. We refer to Section 5.1 for the multidimen-
sional wave equation and to Section 5.2 for Maxwell’s equations.

3.3 Riemann invariants and boundary conditions treatment
3.3.1 The Riemann problem and pseudo Riemann invariants

As it is well known, the Riemann problem for one dimensional hyperbolic equations has played a very important
role for the numerical computations of its solutions. Godunov [29] has based his famous method on the explicit
solution to this problem and later Roe [46] has simplified a lot Godunov’s method by introducing a relevant
linear problem at each interface for which (like for any linear hyperbolic system in one space dimension) the
Riemann problem is straightforward to compute. Up to now, this strategy has not been generalized to higher
space dimensions ; and there are profound reasons for that : even on Cartesian meshes and for linear equations,
the solution to the Riemann problem is not simple to obtain and no closed formulas are available. Nevertheless,
multidimensional problems can benefit from one dimensional ones by considering at each interface the normal
equation, that is :
v OF(v) - vk
w T e = 0. (3.24)
Here v denotes a unitary normal vector on the interface and v a coordinate in the direction of vx. Having
fixed this interface, we denote by f(v) = F(v) - vk and by z the previous coordinate so that we are in the one
dimensional setting :
ov  Of(v)

ot ox

We denote here by A(v) the Jacobian matrix %ﬂ}”). We assume that (3.25) is hyperbolic (see Definition 1) and
introduce an eigensystem of A(v) composed of

=0. (3.25)

o the set of the real eigenvalues : A1 (v) < ... < A (v),
e aset (I1(v),...,ln(v)) of left eigenvectors satisfying :

FAW) le(v) = A ()lk(v), fork=1,...,m,
e aset (ri(v),...,rm(v)) of right eigenvectors satisfying :
AW) ri(v) = Ap(v)ri(v), fork=1,...,m.
and the following normalization : (k,p = 1,...,m)
Ik (v) - Tp(v) = bk p -

For these one dimensional systems we have the classical notion of Riemann invariants (see Definition 4). Ac-
tually this definition can be introduced for a general hyperbolic system of equations that reads as :

ov ov

— +A(v)=— =0. 3.26

o T AW, =0 (3.26)
In other words, the conservative structure of (3.25) is not needed and we shall have in mind to deal with regular

solutions.

Definition 4 A function W from G into R is a Riemann invariant for (3.26) provided that for every v € G, the
vector VW (v) is a left eigenvector of A(v) : X : G — R such that

FA(v) VIV (v) = A(v) VIV (v) . (3.27)
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Remark 8 Let W be a Riemann invariant. If VIV (v) is parallel to one of the /,,(v) (this will always be the
case when the eigenvalues are simple) then for every k # p we have :

rp(v) - VIW(v) =0. (3.28)
In the case where one can find m independent® Riemann invariants W1, . .., W,,, it is possible to diagonalize
(3.26) :
Wy (v) OWi(v) _
ot + A (v) oz 0, (3.29)

(this is only valid for regular solutions). On the one hand, it is not possible, in general, to find m independent
Riemann invariants : systems for which this is possible are “completely integrable systems”. On the other hand,
linear hyperbolic systems are always integrable since we can take

Wi(w) =1k -v. (3.30)
|

Let us return to the general case. Since it is not possible to find m independent functions satisfying (3.27), we
are going to find m — 1 functions satisfying (3.28). More precisely we first set the following definition.

Definition 5 A function W from G into R is a k-pseudo Riemann invariant for (3.26) provided that for every
v € G, the vector VW (v) satisfies :

ri(v) - VW () =0. (3.31)
A classical result is then (see e.g. Smoller [51]) as follows.

Theorem 3 Let v be given in G. For every k € {1,...,m}, there exists ¢ > 0 and m — 1 independent
k-pseudo Riemann invariants in the set of those v for which ||v — v|| < e.

Among the solutions of (3.25), the simple waves play a distinguished role.

Definition 6 A weak solution w(x,t) to (3.25) is called a k-simple wave provided that for every k-pseudo
Riemann invariant W, W (w(z, t)) is constant with respect to  and ¢.

These solutions are important because they are the building blocks of the solution to the Riemann problem
associated with (3.25) (see again for instance Smoller [51]). Recall that the Riemann problem associated for
(3.25) consists in solving this equation with the initial data :

v(z,0) =y forz <0 and w(z,0)=wv,forz>0. (3.32)

As it is well known, the Riemann problem is central in the Godunov method where at each numerical interface
one solves such a problem. Although this approach is known to be be somewhat costly (with regards to CPU)
and only tractable for a very limited number of problems, we mention it because it happens to be used for
finding boundary conditions with a nonlinear approach : see Section V.2 of Godlewski and Raviart [28] and
references therein.

Recall that the solution to (3.25)-(3.32) is constructed by gluing m-simple waves. More precisely one finds m —
1 constant states v1, . . ., vm—1 and glues together m simple waves joining vy to vg4+1 fork =0,1,...,m—1
with vo = v; and v, = v,. According to Definition 6, in order to effectively construct the solution to the
Riemann problem, it is important to find the k-pseudo Riemann invariants.

Remark 9 Let us observe that the k-pseudo Riemann invariants can be computed for any arbitrary system of
variables. Indeed, if we change the dependent variables v, it will change the matrix A(v) in (3.25) but pseudo
Riemann invariants will not be affected ! This can be seen as follows. Assume that we take 7 = ¢ (v) a new set
of variables in R™. Equation (3.26) reads now as :
ov  —,_ . 0v

where A(7) = J(v)A(v)J ' (v) with v = o~ (v) and J(v) = 2222, Of course the right eigenvectors
EZ(E) can simply be taken as the 7, (7) = J(v)rx(v) and for a given function W (v), if one denotes by
W (T) = W (e~ (7)) the corresponding function in the 7 variables, one can easily compute that

re(v) - VoW (v) = 74 (7) - VoW (7) .

In view of Definition 5, this proves our claim that pseudo Riemann invariants do not depend on the set of
dependent variables we are using. An important consequence of that is that one can use ”adapted” variables
to solve the first order linear differential equation (3.31). This technique is successfully applied to the one-
dimensional Euler system (see Section 10.1.5).

SRecall that m functions W7, ..., W,, are said to be independent if for every v the vectors VWi (v), ..., VW, (v) are linearly
independent.
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3.3.2  Application to the boundary condition problem

At a boundary, it is not possible to solve the Riemann problem since the exterior state is not known. For
instance, the strategy proposed by Dubois and LeFloch [20], Dubois [19], see also Buffard et al [7] for a
linearized version, consists in solving an “incomplete” Riemann problem®. For a case where 1 < x < m — 1
i.e. where x information are entering into the domain, this strategy solves (3.25) with the initial data :

v(z,0) =vforz <0
and (3.34)
v(z, 0) satisfies x physical conditions for x > 0.

Let us note the x physical boundary conditions :
ge(v) =0, k=1,...,x. (3.35)

The “incomplete” Riemann problem method consists then in finding x — 1 intermediate states 1, ..., gy—1
such that v is connected to p1 through a 1-simple wave, j; is connected to po through a 2-simple wave, ...,
1y —1 IS connected to v through a x-simple wave. Using Definition 6, we can rewrite these conditions, with
po =vand p, =v,as:

Wi(ue-1) = Wi(pe)  k=1,....m—1,0=1,...,x, (3.36)

where {W{}r=1,....m—1 is a family of m — 1 independent ¢-pseudo Riemann invariants (in the vicinity of v).
The system (3.35)-(3.36) is made of m x x scalar equations for m x x scalar unknowns : the coordinates of
U1, ..., py (provided the pseudo Riemann invariants have been computed). Figure 1 depicts the solution of the
incomplete Riemann problem which comprises x simple waves in the plane (z,t). More details concerning
their values are given in Section 10 in the context of one dimensional Euler equations.

t
Mx-1

H2
M1
v n X

Interior of Domain Exterior of Domain

Figure 1: The plane (z, t) for the “incomplete” Riemann problem.

Let us emphasize that the method we propose in Section 3.1.3, replaces the system (3.36) by the system of
m — x equations :

(@) fv) =L@ flv), k=x+1,...,m (3.37)
Hence our method appears to be much simpler than the one that uses an incomplete Riemann problem. In a
certain sense, system (3.37) solves system (3.36) for v. Actually, system (3.37) provides an approximation for
the solution of (3.36). Let us study now the relationship between these two systems.

3.3.3 Comparison with our method

Setting. Let us, as a typical example, consider the case where x = m — 1 that is the case where m — 1
information are entering into the domain : this case occurs e.g. in the context of fluid dynamics for a subsonic
inlet, see Section 10.1. Let us give a state v such that

M) <o € A1 (v) <0< Am(v), (3.38)

and where 0 is not an eigenvalue (non characteristic case). Let us recall that for the “incomplete” Riemann
method, the m — 2 intermediates states p1, . . . , tm—2 Satisfy the following system made of m x (m — 1) scalar
equations with po = vand -1 =v:

Wi(pe-1) = Wi(pe)  k=1,....m—1,0=1,....m—1, (3.39)

4The terminology “partial” or “half” Riemann problem is also used.
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and that our strategy replaces this system by the single equation :

Im(v) - f(v) = lm(v) - f(v). (3.40)
Given € > 0, we introduce the three sets :
veG/ }
E. = ) 3.41
{ o~ vl] < € and L () - () = b (2) - () 341
(U,H17---,Hm—2) eGm—l/
F€: ||’U72HSG?HH"i*QHSevi:]‘a"'amizaand ’ (342)
Wh(pe—1) = Wi(ue) , k=1,....m—1,£=1,..., m—1

_ [ veG/
Ge = Pru(Fe) = { = (1, pm—2) € G™ 1 with (v, p) € F. } :
Clearly E. is related to our method for imposing the boundary conditions while F. and G. are related to the
method relying on the Riemann invariants.

(3.43)

Relation between E. and G.. Our goal is to show the following result.

Theorem 4 With the previous notations and under assumption (3.38), there exists o and two functions ¢ and
¢ defined respectively on neighborhoods © and O of 0 in R™ ! such that for every e < e, we have :

E5: {Q+

Ge { Z ) + (B, ..., Brn-1)Tm (), (ﬂl,...,ﬁml)e@}. (3.45)

-1

3

a;iri(v) + Pl ..oy Am—1)Tm(v), (01, ..., Qm—1) € (9} , (3.44)

1

.
Il

Moreover ¢(0) = ¢(0) = 0 and Vp(0) = Vp(0) = 0 i.e. the two sets are tangent at the point v to the
hyperspace orthogonal to ,,, (v).

Proof i) Let us first characterize the set E.. For we represent all the points in G by the coordinates a =
(a1,...,am)asfollows: v =v+>7"  a;r:(v). Inorder to rewrite (3.40) in these coordinates, first we write
the Taylor expansion :

f0) = 1) + AR -0 + [ 1=0F 0+ (1= ) - v, - ),

0

and then we take the product scalar with I, (v) so that

(o) £(0) = 1n(0) - F0) + Mm@+ L) [ (1= 0) G200+ (1= )0 = .0~ )b

Introducing the function g defined on a neighborhood of 0 by the formula

glat,...,am) = (3.46)
Im(v) - / (1—6)814 v—i—ﬁz:om“z Zam Zazrl ,
0 8 =1

we see that (3.40) simply reads as
Am(V)am + glaa,...,am) =0. (3.47)
Since g is flat at & = 0, we have g(0) = 0 and é?g (0) = 0 for all . Hence, by application of the classical im-
plicit function theorem, for small o, equation (3.47) has a unique solution ., = ¢(a1, . .., tm—1). Moreover

by differentiating the equation

Am@)p(at, ... ym—1) + glaa, ..., am—1,0(q1,...,am-1)) =0, (3.48)

with respect to «;, 2 = 1,...,m — 1, we obtain that V¢(0) = 0. This shows the first part of Theorem 4.
ii) Concerning G, we start with the study of F and prove the following result.

24



On boundary conditions in the FV framework Report CMLA, Ens de Cachan, 2003

Proposition 1 With the previous notations and under assumption (3.38), there exists eo and m(m—1) functions
1;,¢ defined on a neighborhood | — ., +1¢[ of 0 in R such that for every e < e, we have :

e = pe—1 + Z Wi e(a)ri(pe—1) + core(pe—1) / }

Ff = i£0 (3.49)

lae| < me
wherefor{=1,...,m — 1,

(pe—1,pe) € G* /
Fl= lpe—1 — || < € ||pe — v]| < eand : (3.50)
Wi(pe—1) = Wi(pe) k= 1,...,m —1
Moreover the functions v; ¢ are flat at cy = 0 i.e. ¥5,(0) = 0 and ; ,(0) = 0.
Proof For ¢ fixed between 1 and m — 1, we start with

Wilpe—1) = Wi(pe), k=1,--,m—1, (3.51)

and we write
pe = pe—1 + Z airi(pe—1). (3.52)

i=1

Performing a Taylor expansion of the function W (ue_1 + ot auri(pe—1)) with respect to «, we obtain :

Wii(ue) = Wiclpe—1) + Y cari(pe—) - VWi (pe-1) + hiclan, . am) (353)

=1

where the function A is flat at « = 0. Hence (3.51) reads as :

> airi(ue-t) - VWi(pe-1) + hi(en, ... am) = 0. (354)

=1
But according to Definition 5, r¢(ue—1) - VW,f(/Lg_l) = 0 so that we have in fact :
> airi(per) - VWi(pe—r) + hioa, ... ,am) =0, k=1...,m—1. (3.55)
il
This is a system of m — 1 equations for the m unknowns (o )1<i<m, but since the m — 1 pseudo-Riemann

invariants W} are independent, the determinant

det( i _1  myige (M) TWile)
k=1,....m—1

is different from zero (see Lemma 1 hereafter) and by the implicit function theorem, we can express all the a;’s
for ¢ # £ as functions of «,. That is (3.55) can be solved as

fe = fe—1 + Z Yie(oe)ri(pe—1) + aere(pre—1), Jowl <ne. (3.56)
il

Now since the functions hy, are flat at o« = 0, we also deduce that ¢; ¢(0) = 0 and v; ,(0) = 0. And this
achieves the proof of Proposition 1.
Then returning to that of Theorem 4, we write all the characterizations (3.49) :

pe = pelou, pre—1), £=1,--- ,m—1. (3.57)

Then setting n = inf{n;,i = 1,...,m — 1}, since uo = v and p.n—1 = v, we obtain v as an implicit function
of v and the «;’s, for |ai;| < m,i=1,...,m—1:

v = Pm-1(am-1, dm—2(am-2, -, d1(a1,0) - -)) (3.58)

From an application of the implicit function theorem, it results that v may be uniquely written as a function of
(B1,- -+, Bm—1,v) and using the fact that v; ((0) = 0 and ¢; ,(0) = 0, it results that the form (3.45) holds
true. [ |
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It remains to establish the following technical result.
Lemma 1 The determinant

ety myige (om0 TWEGe)
k=1,....m—1

is different from zero.

Proof We consider a null combination of the columns of the m — 1 square matrix whom element (¢, k) is
ri(pe—1) - VW{(ue—r) fori £ fandk=1,...,m—1:

m—1
wiri(pe—1) - VWi(pe—1) = 0,i # £, (3.59)
k=1
that is o
(o) - Y Wk VW) =0,i # L. (3.60)
k=1

Since r¢(pe—1) - VWE(ie—1) = 0 we infer that

m—1

kaWk te—1) = 0. (3.61)

k=1

But the m — 1 pseudo-Riemann invariants W are independent and therefore all the wy, vanish. This shows that
the columns of the aforementioned matrix are independent and therefore its determinant is not zero. |

Conclusion. We have studied the case x = m — 1, of course the other cases 1 < yx are totally similar.
As shown by Theorem 4, the two methods lead to close results but for our method, neither k-pseudo Riemann
invariants have to be computed, nor a so large system of scalar equations as for the Riemann invariants based
method have to be solved.

3.4 Boundary conditions at infinity

Let us consider the case where the physical domain is unbounded, for example the case where the domain is
the exterior of a bounded set S. For practical reasons, the computational domain, €2, must be bounded and this
leads to introduce a boundary “far” from 9S which is called the boundary at infinity (see Figure 2).

Figure 2: A domain with boundary conditions at infinity.

We want here to discuss the boundary condition treatment on ' = 92 \ S. More precisely, we consider the
case where the physical boundary condition at infinity corresponds to a given state v, such that

V— Vs &S |z| — 00. (3.62)
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Let us remark that if the boundary is not sufficiently far from 0.5, then a numerical boundary has to be deter-

mined :see Section 3.5.

For a control volume which meets the boundary T'w,, we have to find like in Section 3 the normal flux

®(vk, K, 's) that approximates meFOO F(v(o,t)) - vk do. Consider the eigenvalues Ax(veo, Vi) still or-

dered by increasing order :
)\1(1}00,VK) < )\Q(UOQ,VK) <

<A (Woo, VK ) <0 < A1 (Voo VK )+ oo < A (Voo, vk ) . (3.63)

We propose to take :

B(v, K,Toe) = Yo b(veo,v) - (F(vso) - v )ra(voo, Vi)
/A (Voo Vi ) <O (3.64)
+ > Uk (Voo V) - (F(vK) - VK )Tk (Voo VK )

k/Ak (voo,v i )20

This amounts to take ®(vk, K, I'w) solution to the following system :

lk(Voo, V) - Pk, K, Too) = lk(Voo, Vi) - (F (Vo) "vK), k=1,...,X
(3.65)
lk(Voo,VK) - Pk, K, Tso) = lk(Voo, Vi) - (F(vK) - vK), k=x+1,...,m.
Remark 10 This approach is different from taking :
D(vg, K,T's) = F(vso) - vk (3.66)

In the case where the code is run in order to find a stationary solution (ie a solution of div F'(v) = 0), itis clear
that close to convergence, formulation (3.64) and (3.66) for the normal flux at infinity will give almost the same
results. However during transients, formulation (3.64) is better.

3.5 Numerical boundary conditions
3.5.1 More accurate boundary condition at infinity

In Section 3.4, it was assumed that the truncation of the domain does not affect the value on the boundary I",
we took v 0on this boundary as if it was at infinity. This approach turns out to be effective in practice when the
boundary I' is sufficiently far from the set S. For example, in the case of an airfoil, I has to be at least 50
chords from the profile.

On the other hand, one wishes to have the smallest possible computational domain and therefore one has to
modify the previous boundary condition (3.64). A possible method consists in correcting the state v into an
other state say ... This has to be done via an ad hoc procedure depending on the system. Once the state 9o
has been chosen, we replace (3.64) by :

vk, K, Tos) = Z i (Too, Vi) - (F(Bo0) - VK )Tk (oo, Vi)
k/ Ak (D00 ,v K ) <O (3.67)
+ Z lk('f}oo,l/K)~ (F(UK) ‘VK)Tk(i}oO7VK)

k/ Ak (Voo vk )>0

Returning to the case of an airfoil, one obtains 9 by linearizing the Euler equation and by using the so called
far field correction (see e.g. Chapter 19.3 of Hirsch [32]).

3.5.2 Cases with symmetries

The numerical boundary condition
(I)(UK, K, 69) = F(’UK) VK (368)

can be implemented in at least two cases where numerical boundary reduces the computational domain : the
case where the solution is symmetric with respect to an hyperplane and the case where it does not depend on
one of the space variables (e.g. one-dimensional computation with a two-dimensional code).
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4 An extension to the nonconservative case

Let us now address the case of nonconservative systems. Such systems arise in several contexts of continuous
media modelling. Our motivation for studying them stems from two phase fluid mechanics, see Section 7. Here

v = (v1,...,Um) € R™ and in general these systems read as :
ov o ov o
otV F)+ j;C()a—x]+D()at_5(v), (4.1)

where C;(v), D(v) are m x m matrices, S(v) is a m-vector and where
Z OF (v
835]

Functions F¥ maps G into R™, and G is an open subset of R™ corresponding to the physically admissible
states.
We rewrite equation (4.1) as :

nd
(1+D(v))%+v F)+Y 622

j=1

ov ~
o1, =S(v), 4.2)

and observe that if the matrix 1 + D(v) is not invertible, this means that (4.1) is not an evolution equation but
rather the coupling of an evolutionary differential equation and of the following nonlinear equation :

VR + Y Gl )88—;’] — 3(v) € Range of (1 + D(v)). 3)

For example, modelling of incompressible flows lead to such a situation, and (4.3) amounts in this case to the
incompressibility condition div u = 0.
We then assume that the matrix 1 + D(v) is invertible. It yields that system (4.1) is equivalent to :

v
otV F +Zc S(v). (4.4)

We have kept the flux F'(v) unchanged between (4.1) and (4.4). The reason for this is as follows. We assume
that (4.1) has been written under this form for physical considerations. The form (4.1) is not unique : indeed
one can add to F'(v) any function G(v) and (4.1) will remain unchanged for smooth solutions provided we

subtract to C;j(v) the Jacobian matrix aczu(u) Since there is no uniqueness, the choice for the flux function
F must follows from ad hoc considerations, like physical ones. This choice will be related to the so-called
conservative variables v. Observe that here this denomination is inappropriate since the system is non conser-
vative ! However, once the physical context has been made precise, for example two fluid models like those
described in Section 7, the variables which are conserved even in the presence of shocks are known (classically
mass, momentum and total energy are conserved). Once these variables v have been chosen, again physical
considerations are used to derive their fluxes F'. For example in the case of two fluid models, one can ask that
these fluxes correspond to that of single fluid model when one of the two phases disappears. Once these fluxes
have been chosen, we keep them also in the formulation (4.4). Then we take

S(v) = (1+ D(v))"'S(v)

and
C;(v) = (1+ D(v))"" (Cy(v) + aﬁ;f”)) - ‘92]@(”) j=1,... nd.
Therefore it yields equation (4.4) which is a generalization of (2.1).
4.1 A finite volume discretization
The analog of equation (2.59) is now
dvg nd ov
UOZ(K)T+F5K+/I;;C]'(’U)8—% dm:/KS(v)dx. (4.5)
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Hence the time evolution of vk (¢) is governed by 3 terms :

FgK(t) = F(U((T? t)) : V(U) do, (4.6)
oK
nd 8v
/K ; c; (v)a—xj da, 4.7)
/ S(v)dz. (4.8)
K

The first one, (4.6), is the normal flux on the boundary of K, and in order to approximate it, we use again a
formula that reads as (2.63) : more details are given in Section 4.1.1 The second one is a non conservative
product which will be dealt in Section 4.1.2. Finally the third one is a source term i.e. it contains no derivative.
For the later, a natural discretization reads as :

/K S(v) dz ~ vol(K)S(vk) . (4.9)

4.1.1 Approximation of the conservative term

As in Section 2.3.1, Fj5 is decomposed in a sum :

FgK = Z Fr.r, with Fr = / F(’U(O’, t)) vk, do . (4.10)
LEN(K) KnL

and the integral on K N L is approximated by a numerical flux ¢(vk, vz, K, L). Here this later is obtained
from "VFFC” method by formula (2.66) when we take :

U(v,w; K, L) = sgn(A, (u(v, w; K, L)), (4.11)

where (v, w; K, L) is a mean between v and w depending on the geometry, e.g. (2.68). Let us now defined
the matrix A, (v).

In order to find an expression for the function ® (v, w; K, L), we write equation (4.4) in coordinates which
are adapted to the edge K N L. For fixed adjacent volumes K and L, we denote by (v, 71,. .., Tna—1) these
coordinates : v is the unit normal to the interface K N L oriented from K to L and 71,...,Tnhd—1 iS an
orthonormal basis of the hyperplane orthogonal to . By a change of independent variables and with natural
notations (F, (v) = F(v) - v, Cy(v) = C(v) - v, Fr(v) = S0 F(v) - 7;), we can rewrite equation (4.4)

as:
o OF,(v) v &
5t 8, OG5 + Ve Fr(v +Zcﬂ 871 =S@). (4.12)
Next, introducing the matrix
Eu(v) = Co(v)J,(v)"" where J,(v) = 82”(“), (4.13)
(Y
we observe that (4.12) can be written as :
v OF, (v) .
o + L+ By (0) =50 + V- Fr( ZCT, % =S(v). (4.14)
Hence the unknown F,, (v), that we want to approximate, satisfies at the continuous level the following evolution
equation :
OF, (v) OF, (v)
5+ D)1+ B (v) = (4.15)
nd—1 v
+ 1, (0)Vy - Fr(v) + ; Ju(v)Cr, (”)a_n = J,(v)S(v).

Since our goal is to approximate the integral of F, (v) on K N L, we first linearize equation (4.15) on the edge
K N L by using a mean value for v on K N L, letsay u = p(vk, v, K, L) and we obtain :

)+ i)+ B () 22 (416)
nd—1
FLGOVr - Fr0) + Y Ju)Cr, (1) = () (0).

29



On boundary conditions in the FV framework Report CMLA, Ens de Cachan, 2003

Now integrating this last equation on K N L leads to the approximate convection equation for the flux F'x 1.,
defined in (2.62) :

6FK,L aFK,L
ot ov

Indeed do = dry . . . dTnq—1 and the differential terms in the second line of equation (4.16) are exact derivatives
with respect to the 7;, hence they only contribute, after integration on K N L, to terms at the boundary of K’ N L.
Since the present finite volume discretization method understands that exchanges between the volumes occur
through edges, terms which involves edges boundaries are neglected. Let us define the matrix :

+ L (W)(1 + Eu (1))

=area(KNL)J,()S(1) - (4.17)

A, () = J,(v)(1 + E,(v)) = J,(v) + J,(0)Cy (v)Jo (v) ", (4.18)

we see from equation (4.17) that the normal flux is convected, in first approximation, by the matrix A, (u).
This fact leads to the choice (4.11).

4.1.2 Discretization of the nonconservative product

Our goal now is to approximate the integral (4.7) which involves the non conservative products. Let us note
v=vg,rand u = u(vk,vr, K, L). We write successively :

i Ov ol (v —vi)
E Ci(v)z—dz = / E () —" da
/}(j_l J( )axj szl ]( ) 813]'

nd
Z Cj(UK)/ w dz,
= K Lj

nd

Q

2
™

Cj(vi) /aK l/j(U(O',t) —vk)do,

Jj=1

and we decompose the last integral into a sum :

/KZCj(v)g—;jdmz Z (ZCj(’UK)'Vj> /}mL(v(a,t)—vK)da. (4.19)

LeN(K) \j=1
Then, on K N L, we approximate :
v(o,t) — vk = Ju ()" (F(v(o,1) - v — Fuk) - v) (4.20)

so that, with Ex, 1, = C, (vi)Ju (1) 1,

nd .
/ ZC](’U);—U dr ~ Z EK,L / (F(U(O’,t)) -V—F(’UK) -V) do . (4.21)
JEK j—1 L LEN (K) JENL

Finally using the approximation of the conservative term described in the previous section, we arrive to the
following formula :

. nd
/ paxer (u)% dr~ Y area(KNL)Ex(®(vk,ve; K, L) — Fuk) - v). (4.22)
Ko L3 LEN(K)

4.1.3 Space discretization : summary
Now we can discretize (4.5) as follows :
dUK
dt
+ Y area(KNL)(1+ Ex,)(®(vi,vr; K, L) — F(vk) - vic,1)
LeN(K)
= vol(K)S(vk).

vol(K) (4.23)

with Ex . = Cuy ; (Vi) o, ((vic,vr, K, L))~

30



On boundary conditions in the FV framework Report CMLA, Ens de Cachan, 2003

4.2 Discretization of the boundary conditions

Let us study the extension of our method and its comparison with the Riemann invariant based technique.

4.2.1 Extension of our method

Exactly as for the conservative case, we have to find the numerical flux ® (v, K,9) that approximates
meaQ F(v(o,t)) - vi do. Here the linearization around the state v still reads (3.3) but this time the advection
matrix 4, is:

A =) +Cu(v). (4.24)

A,
As in the conservative case, there are two different situations. The first one (the non characteristic case) refers
to the case where the matrix A, is invertible, while the second one refers to the complementary case.

The non characteristic case  The eigenvalues \i. (v, vxc) of A, are:
M vr) <X, vr) <0< (0vk) <0< A1 (v k) - < A, Vi) -

and like in the conservative case, we have to discuss according to the value of x. There is no change for the
cases x = 0and x = m. Inthe case 1 < x < m — 1, the discussion is exactly that of Section 3.1.3. There is
only one difference, we take for hy(v) :

hi(v) = [k(y, vi) - (F(v) - vi) — Zk(y, vi) (F(vk)-vk), k=x+1,....,m, (4.25)

where this time I (v, /) denotes a left eigenvector of A, (v).

The characteristic case Here we label the eigenvalues of the matrix A, _ as follows :
M, vr) < A2y, vr) <0 S A (0 vk) < 0Agng+1(2, VK)o < A2, vk ),
A1 V) = oo = Aygmo (U, v ) = 0.

Here no > 1 denotes the dimension of the kernel of A, . There is no change for the case x = 0 and the case
x =m —no. Inthecase 1 < x < m — no — 1, the discussion is exactly that of Section 3.2.3. There is only
one difference, we take again for the iy (v)’s the functions given by (4.25).

4.2.2 The incomplete Riemann invariant technique

Let us sum up the argument we developed for the conservative case in Section 3.3.3 for the case y = m — 1
and let us consider at each interface the normal equation that reads :

P U0 4 0w 2 = s0). (4.26)

We denote by J(v) the Jacobian matrix %ﬂj’”) andby A(v) = J(v)+C(v) and A(v) = J(v)+J (v)C(v)J " (v).
In the non-conservative case, the “incomplete” Riemann problem method should consist in finding a state v sat-
isfying the m — 1 physical boundary conditions :

ge(v) =0, k=1,....,m—1, (4.27)

and m — 2 intermediate states p1, .. ., itm—2 such that v is connected to ;1 through a 1-simple wave, p4 is
connected to u2 through a 2-simple wave, ..., pm—2 is connected to v through a (m — 1)-simple wave i.e. such
that with o = vand pm—1 =v:

Wilpe—1) = Wiue) k=1,....om—1,0=1,...,m—1. (4.28)
where {W,f}',’c”:‘l1 are the m — 1 independent ¢-pseudo Riemann invariants, that therefore satisfy :
re(v) - VWE(v) = 0. (4.29)

Here r,(v) denotes a right eigenvector of A(v). The method we propose replaces the system (4.28) by the
single equation : ~ ~
Im(v) - f(v) = lm(v) - f(2). (4.30)

where I, (v) denotes a left eigenvector of A(v) .
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Theorem 4 holds true with
Bo={veG/llv—ul < candln(@) f(0) = In@) f@)} , (431)
since ifwe take v = v + 7" | i (v) and if we write the Taylor expansion :

aJ

5, 00+ (1= 0)0)(v—v,v—v)db,

ﬂw:ﬂm+ﬂmw7m+ﬁ<kw>

and then by taking the product scalar with [, (v), we get

. - - ! oJ
I (V) - F(0) = T (v) - F(©) + W + I () - / (=02 00+ (- 0p)w w0 v)ib,
0 v
since I(v) = .7 (v)I(v). We now see that (4.30) reads as :
am + glai,...,am) =0. (4.32)

5 Wave equations

In this Section, we discuss how the present boundary conditions treatment applies in the cases of Example 1
namely the second order linear wave and Example 2 namely Maxwell’s equations. These two situations corre-
spond to a linear hyperbolic system of conservation laws where we observe that, for nd > 2, we always have
a zero eigenvalue. It means that the boundary is always characteristic and the general Theorem 1 cannot be
applied. Nevertheless as it has been noticed in Section 3.2, we are going to be able to find in each case a unique
normal flux at the boundary by solving directly the system of equations (3.9) and (3.13). From physical point
of view, the zero eigenvalues corresponds to crawling (or surface) waves that can live on the boundary.

Let us recall that K is a control volume that meets 02, vk is the unit external normal and v denotes vk

5.1 The multidimensional wave equation
For this problem, the number of unknowns is equal to nd + 1 and the second order equation reads as

2
% —FAu=0. (5.1)

According to the definition of the eigenvalues (2.26), nd — 1 eigenvalues are equal to 0 ; the boundary is
characteristic and the hypothesis of Theorem 1 does not hold. But since one eigenvalue, namely A,,4+1(vi) =
c is positive, we know that one information comes from inside €2 and in order to determine the normal flux
F(v) - v at the boundary, if we follow our strategy, we have to impose (3.13) which reads :

lnat1 (Vi) - (F(0) - vk) = lpa+1 (Vi) - (F(vk) - vi), (5.2
that is, using (2.5) and (2.27),

%(17 vi) - (v VK, uvK) = %(lﬂ/x) (v vk, urk), (5.3)

Vg VK + U=y VK U (5.4)

Remark 11 This condition corresponds to the conservation of a Riemann invariant across the boundary for
the first order system (2.3)-(2.4), see Section 3.3.

Remark 12 Here, it is much more simple to try to find the normal flux at the boundary that is (v4 - vk, uvk)
than the variable (v, u).

Remark 13 Let us note that for all v and vk, we have
lk(vk) - (F(v) vk — F(vk) -vk) =0,k=2,...,nd. (5.5)
From these relations and from (5.2), we can write

nd+1
F) vk =Y (k) (FO)-vi)ri(vk),
k=1

=F() vk +l(vk) - (F() - vk — F(v) - vk)ri(vi),
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and F'(v) - vk can be seen as a perturbation of F(v) - vk
Fw) - vk =FQ) vk +eri(vk),
with .
e=—(vs vk —u—1uy vk +u) (5.6)

V2
e=cV2(u—u) = cV2(vy - vi — Yy VK)-
It remains to find one equation linearly independent from equation (5.4) : let say g1(v) = 0. A great range

of boundary conditions can be considered, let us focus on the most usual ones that is Dirichlet, Neumann and
Robin conditions.

and from (5.4)

5.1.1 The Dirichlet case

Here this condition g1 (v) = 0 reads
U = Ugjven , ON I'p s (57)
where I'p is the part of 92 on which the function « is given. Equation (5.4) leads then to
Vg VK = Uyt VK U — Ugiven (5.8)
so that € = ¢v/2(u — ugiven) and the normal flux at the boundary is explicitly determined by :
F(v) - vic = F(v) - vic + (i — tigiven) (1, —vi) (59)

5.1.2 The Neumann case

Here this condition g (v) = 0 reads

@EI/K'VUZO,OHFN7 (5.10)
ov

where Ty is the part of 92 on which the Neumann condition is imposed. We observe that according to (2.4),
this condition is equivalent to

vy UK = v,? VK. (5.11)
But according to (5.4), it gives again € explicitly : ¢ = fcﬁ(yﬁ “VUK — vg - vk ). Hence finally we have the
following normal flux at the boundary
Fw) vk =F@) vk — c(y’i CVUK — vg cvi)(1l,—vK) . (5.12)
5.1.3 The Robin case
The complementary condition reads
@—F’yu:(],onFR, (5.13)
ov

where I is the part of 92 on which the Robin condition is imposed and ~ is a given parameter. Following the
same lines as in the previous cases, we arrive to the following differential equation :

VK - % =~ycu. (5.14)
Using equation (5.4), we deduce that
% (e vy -v) = ye(u+ v, -vi)e " (5.15)

Integration of this differential equation leads then to
t
vy UK = v? VK — vc/ (u+ vy - l/K)eW(tfs)ds. (5.16)
0

But also, (5.15) can be approximatively integrated between ¢, and ¢, to lead to (assuming u and v, - vk

independent of time, for instance u =} ' and v, - vx = vy - vK)

Dov (At gy i) (L= @) (5.17)

vy vk = vgl_
But according to (5.6) this gives € and hence finally we have the following normal flux at the boundary

F(’U) VR = F(y) Uk —c (Qn . VKe’YC(tn—tn—l) _ v;z—l Uk — g(l _ e'YC(tn—t'n,—l))> (1’ —VK) )
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5.2 Maxwell’s equations

Recall that this system of equations reads as (m = 2nd)

oD
o curlH =0, (5.18)
0B

with constitutive equations D = eE and B = pH.

According to (2.29), and with the notations of Section 3, we are in the case x = nd — 1. Therefore we need
nd — 1 scalar information coming from outside of 2. The nd + 1 supplementary conditions (3.13) amounts to
say that there existe; € Rfor j = 1,...,nd — 1 such that

nd—1
F(v)-vr =F@) vk + Y &ri(vi), (5.20)

Jj=1

that is with (2.30)
v NI

F) vk = F(v) - vk + (I, — .

), (5.21)

where I1 is an arbitrary vector in R™¢ orthogonal to vx. Hence in order to find the normal flux on the boundary,
we have to find the vector IT which depends on nd — 1 independent variables and will be determined by the
same number of physical boundary conditions. There are mainly 3 types of such conditions that we study now.

5.2.1 Wall conditions

Also known as obstacle conditions, they can be (at least) of two nature : the case of a perfectly conducting
surface and the case of a perfectly reflecting surface.

Perfectly conducting surface. In this case, the tangent part of the electric field E is given
vk ND =vg A ngen . (522)

Using (5.21) we find IT explicitly and then we have the following normal flux at the boundary

(5.23)

+ (CVK A (UK A (Q_ Dgiven)), VK A (Dgive” 72)) )

€

Actually, another way of considering a perfectly conducting surface might consist in saying that the whole field
(D, B) is given outside of © and in using the characteristics that enter the domain in order to find the normal
flux at the boundary. These characteristics correspond to the negative eigenvalues in (2.29) and therefore,
consistently with (3.13), we impose :

lk(I/K) (F(’U) ~Z/K) :lk(l/K) . (F(vgiven) ~I/K)7 k= 1,.,.,nd— 1. (524)

This gives then automatically the normal flux through the formula

nd—1

F)-vk = Y l(vk) - (F(vgiven) - v )Tx (Vi)
= (5.25)

2nd

+ Y k) (F) - vi)re(vi) -

k=nd

In general, formulas (5.23) and (5.25) do not lead to the same normal flux on the boundary since (5.23) does
not involve By, While (5.25) does. Depending on the physical situation one should decide between the two
numerical boundary conditions.
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Perfectly reflecting surface. On a perfectly reflecting surface, one can either impose that the tangent part
of the electric field E vanishes
vk AD=0, (5.26)

or that the whole field (D, B) vanishes in the bulk outside of 2. This last condition corresponds to formula
(5.24) with vgiven, = 0 and according to (5.25) leads to

2nd

F()-vk =Y b(vk) - (F@) - vi)re(vi) . (5.27)

k=nd

On the other hand, according to (5.23), condition (5.26) leads to the following normal flux
Vi N Q)

(5.28)

F(U)'Z/K:F(y)~l/](+(CI/K/\(ZIK/\Q),— .

5.2.2 Absorbing boundary conditions

The first order Silver-Miiller absorbing condition reads as :

VK/\D:—\/EVK/\(VK/\B). (529)

Again this allows ones to find IT in (5.21) and leads to the following normal flux at the boundary
F(v) vk = F(v) vk +

E(\/EVK/\Efl/K/\(VK/\Q),l<Z/KAQ+\/gl/KA(l/KAE))) .
2 o ce o

6 The Euler equations for inviscid fluids

(5.30)

In this Section, we are going to discuss in details the boundary conditions associated with the multidimensional
Euler equations for inviscid fluids (2.17) to (2.19). Let us recall that the number of unknowns m is equal to
nd + 2, K is a control volume that meets 052, v is the unit external normal and v denotes vk . Let us notice
that for v a given unit vector, we have the formula (see (2.20)) :

F)-v = (plu-v), plu- v)u+pu, pH(u - v)). (6.1)

6.1 Wall conditions

On a wall, the fluid slips, it means that its normal velocity « - v is equal to 0. Hence the normal flux F'(v) - v
is equal to
F(v) - vk = (0,prk,0).

Therefore, to determine this flux, we only have to find the unknown p.
Remark 14 Here it is much more simple and much more physically relevant to try to find the normal flux on
the boundary rather than the variable v = (p, pu, pE).

|
According to the value of the eigenvalues (2.50), only one eigenvalue, namely \,q+2(v, vk) = ¢, is positive.
Only one information comes from inside 2 and if we follow the strategy we have described in Section 3.2, we
have to impose (3.23) which reads :

lnd+2 (27 VK) : (prl’lﬂ O) = lnd+2 (27 VK) . (F(E) . VK) . (62)
Hence pressure p is automatically given by the explicit formula

_nar2(v,v) - (F(v) - vE)
P (v - 0.0,0) (63)

that is (where underlined quantities correspond to v) :

pe?(u - vi)
p:]_7+ m (64)

In other words we take
q)(UKaK7 OQ) = (07PVK,O), (65)
where p is given by formula (6.4) with v = vk.

35



On boundary conditions in the FV framework Report CMLA, Ens de Cachan, 2003

Remark 15 For a polytropic gas, for which the equation of state is p = (v — 1)pe where v > 1 is a given
constant, we have k = v — 1 and ¢? = lp” Then formula (6.4) reads as

p=2_7(1+c_(7$> ‘ (6.6)

v—1Du- vk

6.2 Fluid boundary conditions

Let us now turn to the case where on a part of the boundary the fluid goes inside or outside the domain, that is
u - vk 7 0. We are going to discuss according to the sign of this normal velocity.

6.2.1 Thecaseofanoutlet: v -vg >0

The supersonic case. This is the case where u - vx > c. Here x = 0, so we have all the information that
comes from inside of Q2 and according to Section 3.1.1 we take :

@(UK,K,QQ) :F(UK)~I/K. (67)

The subsonic case. This is the case where 0 < u - vk < c. We have nd + 1 information that come from
inside of  and x = 1. Therefore, we have to prescribe one boundary condition®. Let us write :

91(v) =0, (6.8)

the given relation at the boundary. Condition (3.15) reads here

=32 +Z (1, — evie) 228 (v) + (H — - vice) 28— (v) #0. ©9)

31}1 QVit1 Vnd+2

The given pressure case. We consider the usual case where the given physical boundary condition at a subsonic
outlet consist in imposing a given pressure. Let us denote pour this pressure, then the condition (6.8) reads
g91(v) = p — pour = 0. In order to check condition (6.9) in this case, we are going to compute the gradient
Vp),_,. Here we have

p = v, (6.10)
nd+1
'Und+2 12 i
= A1
e e R (6.12)
so that we find that
dp _ (9p 76——u Op
b () ek (o -
Op _ w1 (0P oo a1, (6.13)
Ov; p oe),
dp 1 /0p
= - | = . 14
OVUnd+2 p (ae)p (6.14)

If we substitute these expressions in (6.9), we obtain
6p>
A== + =
(8/) elomu

Tds = de — %dp, (6.16)

Op
(ae)p| . (6.15)

v=uv

On the other hand, if we write that

we obtain that (see (2.49)) :

dp = *dp + kpTds = @ + = 2 8p
op), p? de ,

so that we simply have A = ¢?, a positive number. Hence we have proved the following result :

Proposition 2 In the case of a subsonic outlet, we can only prescribe one condition g, (v) = 0. Moreover this
condition is suitable if and only if (6.9) is satisfied. In particular one can impose the pressure p.

dp —I—T(a ) ds, (6.17)
Oe B

5In most cases it is the pressure that is given at a subsonic outlet, see hereafter.
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6.2.2 Thecaseofaninlet: u-vg <0

The supersonic case. This is the case where u - vx < —c. Then x = nd + 2 so that we have all the
information that comes from outside of 2 and according to Section 3.1.2 we have to prescribe the flux on the
boundary :

@(’UK, K, 89) = égiven . (618)

The subsonic case. This is the case where —c < u - vk < 0. Here x = nd + 1, we need one information
that comes from inside of 2 and we have to prescribe nd + 1 boundary conditions.

In general one prescribes the direction of the flow on the boundary i.e. u = pa where « is a unit vector which
makes an obtuse angle with vx with o - vk < 0 and where p is a positive number such that —a - v p < c.
Giving « amounts to give nd — 1 conditions and therefore it remains to prescribe 2 boundary conditions.

Let us first discuss the important case where the flow is normal to the boundary i.e. « = —v k. In this case,
0<p<cand

F(v)-vi = —(pp, (pp* + p)vic, puH) . (6.19)
Remark 16 We recognize in this formula the flux that occurs in the one dimensional case, see (10.3).

In order to find this normal flux, according to (3.13), we first take
Inat2(v,vi) - (F(v) - vi) = lnay2 (v, vk) - (F(v) - vi), (6.20)

since one information is coming from inside 2. Actually we propose in this case to slightly modify (6.20) as
follows
Inav2(v", vi) - (F(v) - vK) = lnas2(v", vi) - (F(v) - vk ), (6.21)

where v™ = (p, plulvk, pE), that is we change v in order that its velocity becomes also normal to the boundary.
Let us write now explicitly (6.21) :

pu(c® + kul® — |ulc + k(H — H)) + (pp” + p)(c — klu|) = (6.22)

Inat2(v',vi) - (F(v) - vi).
Then we write the two supplementary boundary conditions as
g1(v) =0, ga2(v)=0. (6.23)
According to Theorem 1, the local solvability of (6.22) and (6.23) is reduced to the condition :
det1<k,i<2 (i r};(v*,uK)%(v*O #0. (6.24)
i=1 vi

But now since we have brought back the nd dimensional problem to a 1 dimensional one, we can use the results
and the methods of Section 10.1. See in particular Propositions 4 to 6.

It remains to address the general case where the direction of the flow, although entering into €2, is not normal
to its boundary. In this case, the normal flux reads as follows :

F(v) vk = (ppa - vie, ppla - vica + pukc, ppHo - vic) . (6.25)
Here again, in order to find this normal flux, according to (3.13), we first take
Inat2(v,vi) - (F(v) - vi) = lnay2 (v, vk) - (F(v) - vi), (6.26)
as an information coming from inside Q2. Then we write the two supplementary boundary conditions as
g1(v) =0, g2(v)=0. (6.27)

According to Theorem 1, the local solvability of (6.26) and (6.27) is reduced to the condition :

d€t1gk7l§2 (Z ri(y, I/K)gqgji(y)> 7& 0. (628)

i=1
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7 A two fluid model

As already stressed in Section 4, our motivation comes from models arising in two phase fluid computational
fluid dynamics. More precisely, we address the so called averaged models which can predict kinematic and
thermal non-equilibrated flows. (Boure and Delhaye [6], Drew and Lahey [18], Ishii [34], Ransom [44]) These
models are derived by the application of an average process (with respect to time or space or even a statistical
averaging) to the classical compressible Navier-Stokes equations in each fluid or phase, separated by interfaces.

7.1 A6 equations model

This leads to a system of 6 balance equations that reads as follows (k¥ = 1 or 2) :

0

% + V- (arprur) = Tk, (7.1
O(ak )

% + V- (an(prur @ ux + pl)) — pVar = arprg + Mi + ur Tk, (7.2)
0 E 0

(aka+kk) + V - (arprHrug) +p% = (akprg + M) - up + Hp 'k + Qr, (7.3)

This model is simplified in the sense that we have omitted in its right hand side the contributions which are
related to dissipative phenomena. System (7.1)-(7.3) will be termed as the basic model.

Let us now describe the physical meaning of each variables : «; is the volume fraction of the fluid 4, p; is the
density of the fluid 4, u,; denotes the velocity of the phase 7 and p is the thermodynamic pressure. Denoting by
e; the specific internal energy of the phase 7, we have set E; = e; + %\u|2 : the total specific energy of the fluid
tand H; = B, + pﬂ the total specific enthalpy of the fluid ¢ (we shall also use the notation h; = e; + pi for the
specific enthalpy of the fluid 7), the I'x,’s denote mass transfers term with I'y + I'2 = 0, the Mj’s momentum
transfers Q’s heat transfers and finally the wy ; are interfacial velocities. Gravity is denoted by g.

We have the relation a1 + a2 = 1 and in order to close the system (7.1)-(7.3), we have to write two equations
of state :
Fi(p,pi,e) =0, i=1,2. (7.4)

7.2 Anisentropic model

An isentropic version of this system of 6 equations can be obtained as follows. Introducing the specific entropy
of the fluid 4, s;, defined by :

Tyds; = de; — L dps , (7.5)
05
and assuming that there is no production of entropy into the shocks, equation (7.3) leads to :
Ok prsk) Qx Uk — Uk,i
. == = uk | 7.6
5t + V - (g prskur) T + o ur + sk | Ik, (7.6)

In the case of absence of mass transfers between the two fluids (I'x = 0) and of heat transfers (Qx = 0), these
equations read as
9(akprsk)
ot
In view of (7.1) and (7.7), we can have solutions with constant entropies i.e. with s; and s2 constant. The
system then reduces to equations (7.1) and (7.2) and the equations of states (7.4) are replaced by isentropic

+V- (ockpkskuk) =0. (77)

ones :
Gi(p,pi) =0,i=1,2. (7.8)
For the sake of simplicity in the exposition, let us concentrate on the following simplified system :
oo
(agtpk) 4+ V- (Oékpkuk) =0, (7.9)
7]
% + V- (ar(prur @ uk + pl)) — pVaw = arprg + My, (7.10)

with the two equations of states (EOS) given by (7.8) and where we only take into account interfacial pressure
in the momentum transfer. Hence the forces My, which satisfy M; + M> = 0 reads

Mk = _(p - pinterface)vak 5 (711)
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For instance, Bestion [5] has proposed to take :

§LA2PIP2 () )2 (7.12)

(p - pinterface) a1p2 T azpt

The order of magnitude of the parameter § is about 1 and its role is to allow the system (7.9)-(7.10) to be
hyperbolic.

This system has already the non conservative form (4.4) provided we take (here nd = 3 and m = 8):

v = (a1p1, Q1p1ts, Qap2, aapatia), uk € RY, (7.13)

F(v)-v=(a1pi(ur - v),capi(u - v)ur + ca(p — m)v,

azp2(ug - V), azpz(uz - v)uz + az(p — m)v), (7.14)
3
paRent: (0,-I'Va1,0, - T'Vas), (7.15)
= 3:10]
S(v) = (0,1p19,0, a2p29) , (7.16)

where g denotes the gravity, 7 = m(¢) is a time-dependent function chosen in order that the Jacobian matrix
Ju(v), see (4.13), is invertible and finally we have denoted :

5_1a2p1p2

2
— . 7.17
ay1p2 + a2p1 (ur —uz) ( )

'=p—m—
Remark 17 The relation (7.15) does not give explicitly the matrices C';(v). In order to obtain these quantities,
we have to compute the derivatives ao‘k . This is done by using the EOS (7.8) as follows. The system allowing

to compute the o, and p from the components of v is
a1+a2:1, Gl(p7_):0, GQ(p7_):O (718)
aq Qa2

The differentiation of this system with respect to the v ’s will then produce a linear system for the Bak

For example, when one considers the mixture of an incompressible liquid (like water) and of a compre55|ble
gas (like air), a simple couple of EOS is p = Ap], p» =constant, where ~ is a constant larger than 1. In this
case the previous system can be solved explicitly :

— = R
=P,y (L” ) . (7.19)
P2 P2 P2 — Us

In order to apply the characteristic boundary conditions (4.25), we have to construct the Jacobian matrix .J,,
which reads as :

Tu(v) = Ay (v) = Cu(v), (7.20)
where A, (v) =
0 v 0 0
—u1 - vul + a1p<1)1/ ur Qv +u-vl a1p<5)y 0
0 0 0 v ’
agp(l)u 0 —us2 - vYusg + Oégp(s)l/ Us @V + ug - vl
0 0 0 0
(1) (5)
_ a;’v 0 og’v O
Cy(v)=-T 0 0 0 0 , (7.21)
agl)l/ 0 oeéf’)u 0

and we have denoted by ¢(© = ;qu.
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7.3 The boundary condition treatment
7.3.1 Wall conditions

Let us assume that K is a control volume that meets 052, vk is the unit external normal and v denotes vx. On
a wall, the two phase slip, it means that their normal velocity w1 - vx and us - vk are equal to 0. Hence the
normal flux F(v) - vk is equal to

F) vk = (0,c1(p — m)vk,0, (1 —a1)(p — )k, 0).

Therefore, to determine this flux, on one hand we only have to find the unknowns p and a;;. On the other hand,
according the wave structure obtained by Cortes [10] with a density perturbation method, two eigenvalues
namely A, (v, vk ), Am—1(v, Vi) are positive. Then two information come from inside €2 and if we follow our
strategy, we have to impose :

lm(ﬂ7VK) : (O7a1(p_ W)VKv()? (1 - a1)(p— 7T)VKvo) = lm(y,’/K) : (F(Q) : VK)
Im—1(v,vK) - (0,1 (p — T)vK,0,(1 — a1)(p — m)vk,0) = lm—1(v, vk ) - (F(v) - vK).

This system can be solved and gives explicit formulas for the pressure p and the void fraction «;.

7.3.2 A numerical illustration

Let us give now a numerical illustration based on what is known as Ransom faucet flow [44] which is a nu-
merical benchmark. This test case is well referenced and analytically simple. It has also the great interest that
it contains some of the important features in the field at least from the numerical point of view. Moreover
analytical solution is available for comparison, [44]. The solution mainly consists of a shock wave that travels
under the effect of gravity.

The continuous model considered in dimension 1 corresponds to the system (7.1)-(7.3) without mass transfer :

I(aip1) | O(aaprur) _
S T =0, (7.22)
O(azp2) | O(azpauz)
S e =, (7.23)
Oonpuw) | Hoalprn ®utpl) _00s _ 404y, (7.24)
ot ox oxr
Naspruz) | Oeorlpzuz Ous £p1) _ B0r _ ot gy, (7.25)
ot ox ox
O(arprbn) | O(eaprHiua) | Oar
ot + O Py = (caprg + Mi) - ua, (7.26)
8(0(2p2E2) 6(0&2/)2]7[2’&2) % o .
5 + o +p 5 = (a2p2g + M2) - us. (7.27)

The EOS corresponds to the case where phase 1 is a perfect polytropic gasi.e. p = (y — 1)p1e1 withy = 1.4
and where phase 2 is incompressible i.e. p2 is constant.

This model is of the form (4.1) and let us explain now how to recast it under the form (4.4). We start with the

fact that since po is constant, 222 = %2%2. But now according to (7.23), 92 = —9¥4 5o that finally :
Oy _ 1 Oua Oop _ 1 Oua (7.28)
ot  p,0x’ Ot  p, 0z’ '

Hence the two terms in (7.26) and (7.27) which contributes to D(v) % in (4.1) have been converted into terms
which enters in C'(v) g—; in (4.4). Full details are given in Ghidaglia et al. [27] from which the numerical result
below is taken.

All the numerical values are expressed in the International System of Units. The equations are posed for x
between 0 and 12 and the gravity is taken as g = 10. The boundary conditions are as follows :

a1(0,t) = 0.2,u1(0,t) = 0,u2(0,t) = 10, (7.29)

h2(0,t) = 209280, (7.30)

p(12,t) = 10°, when u;(12,¢) > 0, (7.31)

p(12,t) = 10° , k1 (12,t) = 324594, when u;(12,t) <0, (7.32)
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ho in (7.30) corresponds to water at a temperature of 323.15 K and atmospheric pressure, while k1 in (7.32)
corresponds to air in the same conditions. Note that the h;’s denote the specific enthalpies (hx = ex + % ) of
each fluid and should not be confused with the boundary conditions (3.10). Actually they belong to the set of
physical boundary conditions (3.9).

We take 6 = 1.01 in the interfacial pressure term (7.11)-(7.12). This makes the system under consideration
hyperbolic and as shown by Figure 3, that displays the exact solution (shock front) and the computed solutions
with 768 and 1536 cells, the numerical solution is very accurate and the boundary conditions are very well
captured. The higher the number of cells is, sharper is the calculated front.

In order to make a link between the physical boundary conditions (7.29) to (7.32), and our method for numeri-
cally implementing them, we discuss the eigenvalues of the system under consideration (full details are given in
[27]). In one dimension, the system has 6 real eigenvalues. Two of them are w; and u» and are associated to the
two global Riemann invariants s; and s2 (the specific entropies). The 4 other eigenvalues are not analytically
simple in terms of the physical variables. Nevertheless they can be written as p — ¢, p1, pe and u + ¢ where
w+ ‘“2& = w1 + u2 and indeed p, p1 and po are of the same order than w, and u2 while ¢ is of the order
of the speed of sound in the first phase (which here is about 300 m/s). A careful study of the behavior of these
eigenvalues as various parameters vary is offered in [54] and [53] and we refer the interested reader to these
papers for that matter. As it is observed numerically, in the test case considered here, 3 of these 4 eigenvalues
are positive while one is negative.

So at the inlet (x = 0) we always have 4 eigenvalues which are positive, one which is zero and one which is
negative. Hence we need according to our method 4 physical boundary conditions : (7.29)-(7.30).

At the outlet (x = L) there are two case during the transients.

e Either u; is non negative and again we have 5 eigenvalues which are non negative and one which is
negative and then we need one boundary condition (observe that the normal at x = L is opposite to that
atz = 0): (7.31).

e Or u; is negative and now we have 4 eigenvalues which are non negative and two which are negative and
then we need two physical boundary conditions : (7.32).

0.5

0.45

0.4

0.35

0.3

Void fraction

0.25

0.2

0 1 2 3 4 5 6 7 8 9 10 11 12
distance (m)

Figure 3: Exact solution, and computed ones with 768 and 1536 cells for the void fraction «;(x,t) at time
t=10.563
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8 On the numerical solution to the nonlinear equations at the
boundary

We discuss in this Section a practical point of view for the implementation of the boundary condition treatment
we propose in Section 3. Let us note K a control volume that meets the boundary 992, vk the unit external
normal to K N 0<2, x the number of negative eigenvalues of the Jacobian 4, .

Let us recall that we propose to take for the numerical flux at the boundary the following form :

D (v, K,00)=a. (8.1)
where & satisfies the following system :

gk(v):07 k:17"'7x7
lk(v,vr) - @ =lk(v,vr) - (F(vg) vk), k=x+1,....,m, 8.2
d=Fv) vK.

The system (8.2) is solved by some few iterations of the Newton-Raphson method.

Remark 18 In practice, system (8.2) is written in a parametric way. A more complete discussion is considered
in the remaining part of this Section.

In the following discussions, we suppose that : v = v%.

81 Thecasey=1

This case corresponds in the context of example 2.1.5 to the subsonic outlet, so we present some practical tools
to solve the system (3.9)-(3.10). According to Proposition 2, there is only one physical boundary condition to
consider and the system (8.2) reads (® = F'(v) - vk) :

g1(v) =0
{ Le(v, vk) - (F(v) - vig) = lo(v, v) - (F(v) - vig), k=2, ..., m. (83)

Since
nd+2

F)-vk =Y b(vvk)  (F) - vi)re(v,vi),

k=1
=F(v) vk +h(v,vk) - (F(v) - vk — F(v) - vi)ri(v, vk ),

the flux F(v) - vx can be seen as a “small” perturbation of F'(v) - vk and system (8.3) is equivalent to the

parametric system :

F) vk = F(v) - vk +eri(v, vk) (8.4)

e € R such that g1 (v) = 0. '

System (8.4) can be seen as a nonlinear system of m + 1 equations with m + 1 unknowns (v, €) which is solved
by the Newton-Raphson iterative scheme.

The Newton-Raphson method. Let us present the nonlinear equations in the general form :
F(X)=0 (8.5)

The Newton-Raphson method is an iterative algorithm which start at an initial estimate X ° of a root X* and
for which the general iterative formula is :

JX™M (X" - X™) = F(X™)

where J(X) is the Jacobian matrix of F'(X). Newton-Raphson algorithm’s is locally quadratically convergent :
only few iterations are necessary.

Now since the initial guess has to be chosen close to the exact solution, a good guess for the system (8.4)
consists in taking (v, ¢) = (v, 0). In practice, the evaluation of J(X™)~! can be complicated and costly (for
instance in the case of an equation of state for real gas in Example 2.1.5) and J(X™) can be replaced by some
approximations : J(X°),... However convergence rate is reduced. See Stoer and Burlirsch [52] for a wider
discussion.
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Inviscid fluids. We now focus on the system of the Euler equations of gas dynamics. The physical boundary
condition can consist in prescribing the pressure. In this particular case, the problem (8.4) reads (the pressure p
is viewed as a function of state v) :

{ F(v) vk = F(v) - vk + er1(v, vk)

€ € Rsuch that p = pou:. (8.6)

Let us denote F(v) - v = (E', E, F™*?) and r1 (v, vk ) = (R, R, R™?) where (F, R) € R™ x R™,

then we get :
p(u - Vi) F! B!
p(u - VK )U + PoutVK = F + € R . (8.7)
pH(’LL . VK) End+2 End+2
Using definition of the total enthalpy and introducing (Q1, . .., Q»4—1), an orthonormal basis of the hyperplane
orthogonal to vk, (8.7) is equivalent to :
p(u - vi) = F'+eR,
(E1+€E1)U'VK+pout = E'VK+€E'VK7
(F'4+eRYu - = F-QU+eR -0 ..., (8.8)
(El +€E1)U'Qnd71 = F-Qui-1+eR Qna—1,
ph(u X VK) + %'U,Q(El + EEl) —_ End+2 4 €End+2.

Since u? = (u-vr)*+ (u- Q)2+ ...+ (u-Qua_1)? if p, h, € satisfy (8.6) then they necessary satisfy the
system :
(F I/K+€R I/K_pout) (F1+€R1)

Ph(E vk + €R v — pout) + 5 (F vk + € R VK — pout)’+
(F-QU+eR- Q)2+ ...4+ (F- Qi +€E'Qnd71)2} =
(E7Ld+2 =+ 6End+2)(E1 + GEl)).
If h is a function of p and p, then we get a nonlinear system of 2 equations where the unknowns are p and e.
Moreover in the case of a polytropic gas, the specific enthalpy & is equal to ( 1), and e is solution of a
quadratic equation :

'Ypou]ii(F vk +eR-vi — pout + = {F vk +eR- VK_pout) +

(F-Q+eR-Q1)°+... (E Qna—1 +€R - Qna_1)?} = (8.9)
(End+2+EEnd+2)(El+Eﬂl)).

Once e is computed with a Newton-Raphson method, relation (8.4) gives the flux at the boundary.

82 Thecasey=m—1
In this case, system (8.2) consists in finding ® such that :

o) =0, k=1,....m—1,
(v, ) - @ = b0, vx0) - (F(0) - vic) (8.10)
®=F(v) v

For the Euler equations of gas dynamics, it corresponds to the subsonic inlet case : see Section 6.2.2.
Inviscid fluids. Let us assume that the direction o (unit vector) of the flow is prescribed i.e. that velocity

writes : uw = pau, Where p is a positive number such that —c¢ < pain - vk < 0. Therefore system (8.10)
reduces to the form (we note lnaya(v, vi) = (L', L, L") with L e R*® and v = vk)

g1(v) =0,

92(v) =0,

L' pp(cvin - v) + pp® (tin - L) (tin - v) 4+ p(L - v) (8.11)
+ L2 pH p(ovin - v) = lnarz(v,v) - (F(v) - v)

d=F(v)- v

We now consider several examples of the numerical treatment at inlet boundary (see Section 12) corresponding
to the two functions g1 and g2. These examples yield to a nonlinear scalar equation. Once this equation is
solved, the state v of system (8.10) can be completely determined and furthermore the flux ®.
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Thermodynamics variables :

When 2 thermodynamics variables are prescribed, from remark 20 all the other ones are determined.
Let us therefore denote p.n, pin, hin the prescribed density, pressure and specific enthalpy. Then the
problem (8.11) reduces to solve in y the following nonlinear equation :

Lnd+2 2

pin(in - V)® + pin(@in - L) (atin - V)1
+ (Llpzn (azn : 7/) + Lnd+2pinhin(ain ° I/)),LL (812)
+pin(L-v) = lnay2(v,v) - (F(v) - v).

Internal energy and velocity :

We assume that g1 (v) = e — eip, and g2(v) = p — win. From e;,, and the equation of state, the pressure
p and the specific enthalpy A can be viewed as functions of p. This implies that p is solution of :

Llp,uzin(ain : V) + p,uz?n(ain : L) (ai” : I/) + p(p)(L : V)

FLYE (o) + i (0 V) = Lo ) - (F@) vy O

Internal energy and mass flow :

We assume that g1 (v) = e — e, and g2(v) = pp — (pp)in. As in the previous example, p and h can be
viewed as functions of p. This implies that p is solution of :

LM p)onain - ) + L (0 L) (i - 0) + p(p)(L - v)
P (8.14)

L2 0) + ) )i (om - v) = ltra(w) - (F2) )

Entropy and total enthalpy :

From the equation of state and from s = s;, and h = H;, — %;ﬁ, density p and pressure p can be viewed
as functions of x. Then we obtain a nonlinear equation in w :

L p(p)p(etin - v) + p(p)p* (etin - L) (ctin - v) + p(p) (L - v) (8.15)
+ L2 p(p) Hinpi(@tin - v) = lnasa(v,v) - (F(v) - v). '

9 Applications : A numerical comparison of boundary treat-
ments

9.1 Perfect gas dynamics : the two-dimensional sinus bump benchmark

To illustrate the efficiency of the discretization of the boundary conditions we discussed in Section 3, we
consider different treatments of the inlet and outlet boundaries for the two-dimensional flow of a perfect gas
in a channel with a thick sinus bump on the lower wall. This test was originally proposed at the 1979 GAMM
Workshop [45]. Let us define the geometry : the computational domain is the rectangle [0, 3] x [0, 1] with
a 10% high sinus curve located in the arc [0, 1]. Since the non stationary problem is concerned, an initial
condition has to be defined. A uniform one is computed on the computational mesh from the non dimensional
free stream variables and from the imposed “inlet” Mach number : M. The free stream is defined from the
speed of sound (co = 1), the module of velocity (Juo| = Mo), the pressure (po = 1), and the direction of the
flow (the unit vector ap = (1, 0)). Internal energy, density and temperature are obtained from the equation of
state for a polytropic gas and from the Joule-Thompson relation. We get (R = 2/5and v = 7/5) :

Co 1

T = —= -
YR To YR
R

e = L T 1
v Yy —1)

_ bo —
P B De A

When the inlet Mach number is less than 0.6, the flow is subsonic in all the domain and the solution converge
to a stationary isentropic flow. Then three types of boundary conditions have to be considered : subsonic inlet,
subsonic outlet and wall conditions.
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In the present numerical experiments, we consider on the upper and lower wall the numerical flux described in

Section 6.1 :

lnat2(v,v) - (F(v) - v)
lnay2(v,v) - (0,v,0)
In the two first Section, we describe two numerical treatments of the boundary conditions that are implemented
by first constructing a boundary face state Vi, = (ps, pous, po Eb) and then by computing the VFFC flux at the
boundary from this state and the interior one, following definition 2 and 3.

d(v, K,00) = (0,

v,0).

9.1.1 The Riemann invariant boundary conditions : Rinv

We consider here boundary conditions treatment based on the Riemann invariants defined in Section 3.3 and
computed for the Euler Equations in Section 10. We refer to Hirsch [31] and reference therein, and Darmo-
fal [12]. For the subsonic inlet boundary, they read (since v is the outer unit normal, there is a minus sign) :

—up -V + 1Cb:—u0-l/+ 1co
&_pofy 7
Y T
p P 9.1
b o, ) (9.1)
—up -V — Cob=—U-V— 4
Y- v—1
ap = o

where the subscript 0 correspond to the free stream variables. The first relation corresponds to the Riemann
invariant along the incoming characteristic associated to the eigenvalue w - v — ¢. The second relation means
that the entropy is constant along the characteristic associated to w - v. These two relations deal with physical
boundary conditions and they are estimated from the free stream state. The third relation which is associated
with a numerical boundary condition, is estimated from inside the domain and corresponds to the Riemann
invariant along the outcoming characteristic associated to the eigenvalue w - v + ¢. The last relation on the
direction of the flow is the additional condition for the two-dimensional boundary implementation.

For the subsonic outlet boundary, the boundary state is obtained from :

2
Up *V+ —cp =Uo -V +

Co
v—1 v—1
no_ P
Py P ) (9.2)
up -V + c,=u-v—+ C
v—1 -
Up *T=U"T

where 7 is a normalized vector orthogonal to v. The first relation comes from the incoming, negative charac-
teristic associated to the eigenvalue u - v — ¢. The three others conditions are estimated from the interior since
they are associated to the positive eigenvalue, i.e. the outcoming characteristics.

9.1.2 The partial Riemann problem treatment of boundary conditions : PR_QT

We consider in this section, the incomplete Riemann problem technique proposed by Dubois and LeFloch [20]
and described in Section 3.3.2.

For subsonic inflow, the state V; is the unique state which belongs to the boundary “manifold” i.e. that respects
given boundary conditions and which can be connected to the interior state through two simple waves. Let’s
suppose that a direction of the flow «, a mass flow Qo and a temperature T; are given then the resolution of
the boundary state can be conducted in the plane of normal velocity and pressure since from pyus, - v = Qo and
from definition of internal energy e, = %To, the pressure p, = (v — 1)pwes is expressed in terms of up, - v
with the hyperbola that defines the boungary “manifold” on the normal velocity-pressure plane :

_ RTvQo

Up * V

Db (93

The additional condition for the two-dimensional case is simply : a, = «o. Therefore, the boundary state

V4, which satisfies this hyperbola is connected to an intermediate state p; through a 2-simple wave and this
intermediate state is connected to the interior state v through a 1-simple wave. If the 1-wave is a 1-rarefaction
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wave, then the partial Riemann problem reduces to the solution of the following system :

u-v+ c=u1- v+ c1
v—1 v—1
2 _pm
P’ Pl (©4)
Uy V=up- v
P1=Do

From this system, the normal component of velocity can be finally made explicit as solution of :

=1 %
2 2 v
Ub.V:7—\/’_y <—RTOQO) ! (£> +u-v+

= 9.5
y—1\ wp- v Py - ¥ — lg (©5)
In the case of a 1-shock wave, the partial Riemann problem reduces to :
U v —u-v+ 2 (p1—p)=0
Lv—u- 1—p) =
(v +Dp1+ (v = 1)p) - (9.6)
Uy -V =up- v
P1=Db
and in consequence that w, - v is solution of :
2 Tt
Up V—U-V+ RToQo Iz O.QVO -p)=0 9.7
A+ ===+ (= Dp) ’

Problems (9.5) and (9.7) are in practice solved with some few iterations of Newton.
For the outflow subsonic condition, the unique state associated to the prescribed pressure po and that can be
connected to the interior state by a 1-wave is exactly solved thanks to the relations :

Py = Po
P _ P
o P
T 2 ©.8)
up -V + c,=uU-V+——¢
v—1 v—1
Uy T=U"T
in the case of a 1-rarefaction wave and thanks to :
Pv = Po
p_ P
Py P
- (s~ p) ©
Up V=V Py =P
p((v + Dpy + (v = 1)p) -

Up *T=U"T

in the case of a 1-shock wave.

9.1.3 The mirror treatment : Mi_QT

The last approach to impose boundary conditions differs from the two previous one. It consists in using a
“mirror” (“virtual” or “ghost”) cell which is placed outside the domain and where a virtual state is evaluated
from given data and extrapolated values from the interior. The interface is then numerically treated as an interior
one (the numerical flux is defined is Section 2.3.2).

For the subsonic inflow, the virtual state is computed from the mass flow Qo, the temperature 7o and the
direction of the flow o and from the density extrapolated from the interior. For the subsonic outflow, a state
on the mirror cell is evaluated from the given pressure and from density and velocity components extrapolated
from the interior.
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SINUS BUMP M=0.5 48x16 dt=0.01
01

=
0.01 M
5 0001 | N
% 0.0001 |- s MW\/
M“M
\w\«
1e-06 | /\ﬂ/\\"\f\f\w\'\
2 § : 070 500 1000 1500 2000 2500 3000 3500 4000 4500 5000
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Figure 6: S1 : mach isolines for CH_QT Figure 7: S1: pressure isolines for CH_QT
[
Figure 8: S1 : mach isolines for Rinv Figure 9: S1: pressure isolines for Rinv

Figure 11: S1 : pressure isolines for

Figure 10: S1 : mach isolines for Mi_QT Mi_QT

9.1.4 Numerical results for My = 0.5

The tests presented here concern a structured triangulation of the domain (see Figure 4) and an unstructured
triangulation (see Figure 12) obtained by the mesh software “EMC2” developed by Hecht and Saltel [30]. All
the computations are carried out with the Euler’s explicit time scheme with a Courant number of 0.9. We
compare the convergence to the steady solution obtained with

the Riemann invariant boundary condition (Rinv),
the partial Riemann invariant problem treatment of the boundary condition (PR_QT),
the mirror treatment (MI1_QT)

the present boundary condition (CH_QT) where at the subsonic inlet boundary the flow direction « = 0,
the flow mass @ = Qo and the temperature T' = Ty are prescribed. Since for a polytropic gas, it is
equivalent to prescribe the internal energy, we know from Proposition 6 that for these physical conditions,
hypothesis of Theorem 1 are available and we can apply formula (8.14). At the outlet boundary, pressure
p = po is prescribed following formula (8.9).

As can be seen in Figure 5 for the structured mesh and in Figure 13 for the unstructured mesh, the evolution
of L°° norms of the velocity residual (ie relative error) are quite identical, that is the four methods converge to
the steady state in a similar way. Let us remark that numerical results for (PR_QT) and (CH_QT) are rigorously
identical (to within rounding errors) and confirm the conclusion of the Section 3.3. In addition, when one com-
pares steady solutions through the isoMach distributions (Figures 6, 8, 10, 14, 16, 18) or the isobars (Figures 7,
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9, 11, 15, 17, 19), one can see that the computed solutions are identical in spite of slight deformations. Finally,
one can observe that the present method is insensitive to the mesh structure.
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Figure 15: S2 : pressure isolines for

Figure 14: S2 : mach isolines for CH_QT CH.QT
%@%\ (

Figure 16: S2 : mach isolines for Rinv Figure 17: S2 : pressure isolines for Rinv

Figure 19: S2 : pressure isolines for
Figure 18: S2 : mach isolines for Mi_QT Mi_QT

9.1.5 Behavior at low Mach numbers

It is well known that it is a difficult task to compute the solution of compressible equations for low Mach number.
The main difficulty comes from the large disparity of the wave speeds (acoustic waves and waves convected
at the fluid speed). Even if the incompressible equations approximate the compressible equations when the
Mach number becomes small, there are numerous reasons for developing some compressible codes to solve
nearly incompressible flow (see for instance Turkel et al [58]). Local preconditioning has been successfully
used to improve convergence rates and accuracy of numerical approximations for low speed flow : Tukel [56],
Turkel [57], Van Leer et al [59], Choi and Merkle [9], Lee [37] and references therein. The local preconditioning
modifies time-dependent equations by multiplying local vector of time derivatives by a locally-evaluated, non-
singular matrix. More precisely, the semi-discretization (2.64) is replaced by the following preconditioned
formulation :

UOZ(K)P_ld:;—Z( + Z area(K N L)®(vk,vr; K,L) =0. (9.10)

LeEN(K)
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Figure 25: S2 : pressure isolines for
Figure 24: S2 : mach isolines for CH_QT CH.QT

This matrix P depends on the local value v and even if the scheme is no longer time consistent, the choice of
the Turkel’s diagonal preconditioner that reads (in (p, u, s) variables) :

1 € if (M) <e
pl= ( p? 1 ) with =< (M) ife<(M)<1 (9.11)
0 nd+1 1 if(M)>1

improves the convergence and the accuracy of the steady-state discretization. Let us note that, following the
observations of Van Leer et al [59], the numerical fluxes defined in Section 2.3.2 is also modified by the
preconditioner The purpose of our computations here is not to analyze the effect of preconditioning on the
boundary conditions we have previously described (as it is done in Darmofal et al[12]) but our aim is to observe
how behave from a practical point of view the different treatments of boundary conditions when the upwind
method and the time-derivative are modified by the low Mach preconditioner. The treatment by the Riemann
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invariants (Rinv) and by the partial Riemann problem (PR_QT) yield unstable schemes unable to converge to
the steady state unlike the mirror treatment (MI_QT) and the present method (CH_QT) as it can be observed
in Figure 20 and in Figure 23 where the evolution of velocity residual for the structured mesh and for the
unstructured mesh are shown. It was an expected result for the mirror treatment since the flux at the boundary
is computed like an interior interface flux once the “ghost cell” volume has been evaluated. In the same way,
the result for (Rinv) and (PR_QT) can be at least formally explained since the invariants and the resolution of
the partial Riemann problem have not been adapted to the preconditioned equations. Figures 21 and 24 show
the Mach distribution and Figures 22 and 25 the pressure distribution for (M), = 0.01 and the accuracy of
numerical solutions is verified by comparisons with solutions for (M), = 0.5. The automatic adaptation to the
Turkel’s preconditioning of the present method for computing the boundary flux confirms its robustness.

9.2 Perfect gas dynamics : the “Anderson” subsonic nozzle

We consider in this example, the convergence to the steady, isentropic flow through a convergent-divergent
nozzle and with a perfect gas as described in Anderson [1]. The nozzle is specified with the following area

distribution :
Ao 1422z —15)% for 0<z<1.5
T 140.2223(z —1.5)2 for 1.5<z<3.0

The flow at the inlet comes from a reservoir where the internal energy (eo = 1), the density (po = 1) and
the direction of the flow (ao = (1, 0)) are given and where the velocity is considered equal to zero. Total or
stagnation temperature (75), total or stagnation pressure (po) and from an equivalent point of view enthalpy
(Ho) and entropy (So) are evaluated from the equation of state for a perfect gas with R = 2/5and v = 7/5
and they can be expressed as :

Po
T, = 2 .
Rpo T, = VT
po = (v—1)poeo
p = v-1
Sy = & -
’ Py So = 1
Hy = e+ Ho = v
Po

The exit pressure pe. is only slightly smaller than the reservoir pressure :

k=2 —0.93.
Po

In a such case, the Mach number increases with distance until the minimum area cross section (the maximum
reached by Mach number is less than 1) and decreases in the divergent section.

9.2.1 The partial Riemann problem treatment of boundary conditions : PR_HS

Since the enthalpy, the entropy and the direction of the flow are given at the subsonic inlet, the unique state V3
that can be connected to the interior through two simple-waves and which lies in the boundary manifold (see
Dubois [19]) satisfies the relations :

ap = o
2
Up TPy
Zb " H
2 " h—1p (9.12)
P _ g,
Py
This means that in the velocity module - pressure plane, we set :
2 =1 1
S Tn S = Hy 01)

The boundary state is then obtained by solving a partial Riemann problem which reduces to find the state
satisfying equation (9.13) and issued from an intermediate state w1 through a 2-wave, this state being issued
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from the interior state through a 1-wave. If the 1-wave is a 1-rarefaction wave, we get :

14

5 (9.14)

From this system, the module of velocity can be made explicit as solution of a quadratic equation :

1

1 1
(3425 (%) (0 )t = 2235 () (an)ust

1 (9.15)
(%) R = Ho
In case of a 1-shock wave, the partial Riemann problem yields :
w v —uev 2 (pr—p)=0
1V—=u- 1 — =
p((v+)p1+ (v = 1)p) - (9.16)
UL -V ="up- -V
P1 =D
Then we obtain that the pressure follows :
ol =1 1
2(Hop— ——p,” S57) =
y-1r (9.17)

2
/ 2
(_’LL v B((’Y— +1)pp+(v—1)p) (pb n p—)>

For the outlet subsonic condition, the unique state associated to the prescribed pressure p. and that can be
connected to the interior state by a 1-wave is exactly solved thanks to the relations (1-rarefaction wave) :

Pb = Kpo
P _ P
Py P
ub~u+7_10b=u-v+ﬁ£

UpT=U"T

or (1-shock wave) :

Pv = Kpo
P _ P

oy P

Up V=U -V — 2 (p» — p)
v p(v+ Do+ (v—1)p) * L

Up T =U"T

9.2.2 The mirror treatment : Mi_HS

This set of boundary conditions consists in the specification of the total pressure, total temperature and the
direction of the flow for the inlet case. A virtual state is computed in a “mirror” cell from these values and from
Mach number extrapolated from the interior. The outlet treatment is similar to the sinus bump benchmark

9.2.3 Numerical results

Figure 26 show the unstructured triangulation used for the present tests. All the computations are carried out
with the Euler’s explicit time scheme with a Courant number of 0.9. We compare the convergence to the steady
solution obtained with

o the partial Riemann invariant problem treatment of the boundary condition (PR_HS),
e the mirror treatment (MI_HS)
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Figure 26: Unstructured triangulation of Figure 27: The L°° norm of the velocity
the nozzle residual

Figure 28: Mach isolines for CH_PT Figure 29: Mach isolines for Mi_PT

e the present boundary condition (CH_HS) where at the subsonic inlet boundary the flow direction oo = 0,
the total enthalpy H = H, and the entropy S = Sy are prescribed. In Proposition 7, it is proved
that for these physical boundary conditions, hypothesis of Theorem 1 are available and we can apply
formula (8.14). At the outlet boundary, pressure p = xpo is prescribed following formula (8.9).

Figure 27 show the evolution of L°° norms of the velocity residual (ie relative error) for the three methods : one
can see that they converge to the steady state in a similar way. Let us remark that numerical results for (PR_HS)
and (CH_HT) are rigorously identical (to within rounding errors) and confirm the conclusion of the Section 3.3.
In addition, when one compares steady solutions through the isoMach distributions (Figures 28, 29) one can
see that the computed solutions are identical in spite of slight deformations near the smallest cross section.

10 The one dimensional case for the Euler equations

In the one dimensional case, equation (2.1) reads

ov  Of(v)
ot ox

-0, (10.1)
where f maps G C R™ into R™. We denote here by A(v) the jacobian matrix 22(2, We assume that (10.1) is

hyperbolic (see Definition 1) and introduce an eigensystem of A(v) composed of

o the set of the real eigenvalues : \1(v) < ... < A (v),
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e aset (I1(v),...,lm(v)) of left eigenvectors satisfying :
AW I (v) = Me(0)lk(v), fork=1,...,m,
e aset (ri(v),...,rm(v)) of right eigenvectors satisfying :
AWW)re(v) = Ae(V)re(v), fork=1,...,m.
and the following normalization : (k,p = 1,...,m)
(V) - mp(v) = Okp -

From the computational point of view, the major change between the multidimensional case and the one dimen-
sional one comes from the fact that the geometrical structure in the latter is trivial.

We are only going to discuss the Euler equations for inviscid fluids. We have nd = 1 (u € R) and m = 3. The

unknown is :
v = (p, pu, pE) (10.2)
and the flux is defined by :
f() = (pu, pu® + p, puH). (10.3)
Writing this equation in a quasilinear form, we have
ov ov
where the matrix A is simply :
0 1 0
Aw)=| K —u? 2-ku k . (10.5)

The eigenvalues of A(v) are
Mv)=u—c, Aa=u, Az=u+tec, (10.6)

and we can take as associated eigenvectors :

ri(v) = (L,u—c, H—uc), (10.7)
ra(v) = (Lu,H—c/k), (10.8)
rs(v) = (l,u+c, H+ uc). (10.9)
The dual basis of the (rx(v)) is then :
lLi(v) = %(K + uc, —ku — ¢, k), (10.10)
la(v) = C—kQ(H—uQ,u,—l), (10.11)
ls(v) — %(K —ue,—ku+ ¢, k). (10.12)

10.1 The case of a subsonic inlet boundary condition

We assume that the problem is posed on the interval ]0, L[ and that the inlet boundary is held at z = L in
order to « in equation (10.4) coincides with the coordinate along the outer normal. We have —¢ < u < 0 and
therefore with the notations of Section 3.1.3, x = 2 since there are two negative eigenvalues : u — c and w.
Hence we have to prescribe two boundary conditions that we write

g1(v) =0, g2(v)=0. (10.13)

In this case we can write the two differential forms dg: and dg- as

m

dgg = > (re(v) - dg)lx(v), ¢=1,2, (10.14)

k=1
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so that the condition (3.15) reads in the dual basis (11 (v), l2(v),l3(v)) :
det(dgi(v), dga(v), la(v)) # 0. (10.15)

Finally, we can formulate the following proposition :

Proposition 3 The physical boundary conditions g1 (v) = 0 and g2(v) = 0 can be prescribed at a subsonic
inlet if the condition
I3(v) - (dg1(v) A dgz(v)) #0, (10.16)

is satisfied.

Remark 19 Since I3(v) = 2%(5 — ue, —ku + ¢, k), condition (10.16) is straightforward to check.
Let us study a few pairs (g1, g2). In general, function g concerns a physical variable belonging for instance to
{p,p,T,h,e,u, pu}.

Remark 20 According to the equation of state, giving two independent thermodynamic variables give all the
others.

Hence there are essentially two cases :
e i) g1 and g consist in prescribing two thermodynamic variables,

e g1 prescribes a thermodynamic variable and g» imposes a function of velocity (combination of velocity and
a thermodynamic variable). For instance :

iil) g imposes the velocity : g2(v) = u — win,
ii2) g2 imposes the mass flow : g2(v) = v2 — (pu)in,
ii3) g2 imposes the total enthalpy (H = h + $u?) : g2(v) = H — Hin.

10.1.1 Prescribing two thermodynamic variables at subsonic inlet

Let us first consider the case where two thermodynamic variables are imposed. According to the remark 20, we
can consider that p, the density, and e, the internal energy, are given. Using the relations (6.10) and (6.11), we

obtain :
dp = dvi, (10.17)
_ 1,2
de = —S72" g~ Yy + Laus, (10.18)
p P P
so that 1
dp Nde = ;(O7 —1,—u). (10.19)

Hence it follows that condition (10.16) reads :
Iy (dp Ade) = — 20, (10.20)
2pc

and we have shown the following result.
Proposition 4 In the case of a subsonic inlet, all pair of independent thermodynamic variables is suitable.

10.1.2 Prescribing a thermodynamic variable and velocity at subsonic inlet

Let us now turn ourselves towards the case the velocity is given : g2(v) = u — u;n. If we use the fact that
u = Z—f then we have

du = —“dvy + Lav, . (10.21)
p p
Condition (10.16) reads then
2
dgs (v) - (1,u, H = =) #0, (10.22)
or (see definition (10.8) of r2(v))
r2(v) - dg1(v) # 0. (10.23)

In the following part we restrict the study to three types of function g, :
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o \We assume that the pressure is given, i.e. g1(v) = p — pin. Since thermodynamic relations (6.16) and
(6.17) imply that

dp = (& — k—p)dp + kpde, (10.24)
1%
or similarly
2
dp =k {(u2 + % — H)dv; — udvs + dvg} , (10.25)

it is easy to see that g1 (v) = p — pin does not satisfy (10.22).
o \We assume that the internal energy is given, i.e. g1(v) = e — e;n. Therefore from (10.18)

de = —(e — %uQ)dm — udvs + dvs , (10.26)
and condition (10.22) implies that
2
B_<¢ 4y (10.27)
p k

For a perfect gas with constant specific heat coefficients, since e = C, T, prescribing the internal energy
is equivalent to prescribing temperature. Now let us remark that a polytropic gas for whichp = (y—1)pe

and k = ~ — 1, satisfies the condition (10.27) since —W(f—:) #0.

o If the specific enthalpy is given, i.e. g1(v) = h — hin, since (h = e + £)
dh = % (@ — (k+ ) H + (k + Du)doy — (k + Dudos + (k + dus} | (10.28)

condition (10.22) reads ¢> # 0 which is obviously satisfied.

Proposition 5 In the case of a subsonic inlet, if we prescribe w, we can prescribe another condition g1 (v) =0
if and only if (10.22) is satisfied. A condition which does not allow to impose the pressure but allow to impose
the internal energy or the specific enthalpy.

10.1.3 Prescribing a thermodynamic variable and mass flow at subsonic inlet

We study the case where one prescribes the mass flow and another condition. This case is also relevant from
the physical point of view. Here we have g2(v) = v2 — (pu):n SO that dg2 = dvs and condition (10.16) reads

dgi(v) - (k,0,uc — K) #0. (10.29)

If we take

e g1(v) = p — pin, then it leads to the condition uc # 0 which is always satisfied since at an inlet we take
(pu)in < 01

e g1(v) = e — e, then condition (10.22) implies that uc — ¢* + % # 0. A polytropic gas for which
p=(y—1)peand k = v — 1, satisfies this condition since u — % <0.

Proposition 6 In the case of a subsonic inlet, if we prescribe the mass flow pu, we can prescribe another
condition g1 (v) = 0 if and only if (10.29) is satisfied. This condition allows to impose for instance the pressure.

10.1.4 Prescribing a thermodynamic variable and total enthalpy at subsonic inlet

We assume here that total enthalpy is prescribed i.e. g2(v) = H — H;,. Since by definition H = e+ % + %u2,

we have : s
g = ket kA DH, - ke R L, (10.30)
Then condition (10.16) reads in this case : g ’
dgi(v) - (k(u—c) — ¢, (c — ku)(c —w), kH(u — ¢) + ¢(c* — H)) #0. (10.31)
If for instance we impose entropy i.e. if we take g1 (v) = s — sin, then since
ds = piT ((u* — H)dv1 — udvs + dos) (10.32)

condition (10.31) reads ¢ — u # 0. A condition obviously satisfied.

Proposition 7 In the case of a subsonic inlet, if we prescribe the total enthalpy H, we can prescribe another
condition g1 (v) = 0 if and only if (10.31) is satisfied. This condition allows to impose the entropy.
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10.1.5 The ”incomplete” Riemann problem method
The method consists in finding 4, an intermediate state, such that
(a) wis connected to u through a 1-simple wave and
(b)  is connected to v through a 2-simple wave.
For p = 1 or 2, let us denote by W7, k = 1 or 2, two independent p-pseudo Riemann invariants. It can be
shown® that (a) is equivalent to
Wi(v) = Wi(n), Walw)=Wa(p)), (10.33)
while (b) is equivalent to
Wi (p) = Wi(v), Ws(p)=W;5(v). (10.34)

In this method we have two vectors v and p which are unknown, that is 6 scalar unknowns, and 6 scalar equa-
tions : (10.13)-(10.33)-(10.34). This must be compared with our method which involves only 3 scalar unknowns
and equations, and moreover which does not impose to find and compute pseudo Riemann invariants.

We are going to compare the two approaches in more details and for that purpose, we begin by discussing the
construction of pseudo Riemann invariants for the one dimensional Euler equations. For these equations there
are at least two set of dependent variables which simplify the convection matrix A(v). The first one are the
variables (p, u, s) and the second one are (p, u, p). In the first variables, the right eigenvectors can be taken as :

variables (p, u, s)

f1(v) = (p,—¢0), (10.35)
N _ Jp op

7‘2(’0) = <(£)p70,— (8—p>g> s (1036)
s(v) = (p,c0). (10.37)

While in the second set of variables, they can be taken as :

variables (p, u, p)

fv) = (1,72,02), (10.38)
Pav) = (1,0,0), (10.39)
F3(v) = (1?§’C2)' (10.40)

e Computation of 1-Riemann invariants. In view of the 3 different 1-right eigenvectors (10.7), (10.35) and
(10.38), it is more convenient to work with the variables (p, u, s) since (3.31) simply reads :

p— —c—=—=0. (10.41)

The third variable, namely s is clearly a 1-pseudo Riemann invariant”. According to the theory, we have
another 1-pseudo Riemann invariant which is is functionally independent of s. If we look for a solution
of the form W = u + f(p, s), we automatically obtain that

"p

W' =u+ / dr, (10.42)
) r

is a 1-Riemann Invariant.

e Computation of 2-Riemann invariants. In view of the 3 different 2-right eigenvectors (10.8), (10.36) and
(10.39), it is more convenient to work with the variables (p, u, p) since (3.31) simply reads :

W _y. (10.43)
Op

Here two independent 2-pseudo Riemann invariants are obviously « and p.

6In the regular case in the sense of Lax, see e.g. Smoller [51].
7In this case it is also a Riemann invariant.
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e Computation of 3-Riemann invariants. In view of the 3 different 3-right eigenvectors (10.9), (10.37) and
(10.40), it is more convenient to work with the variables (p, u, s) since (3.31) simply reads :

ow ow

Again the third variable, namely s, is clearly a 3-pseudo Riemann invariant and like for the 1-pseudo
Riemann invariant case, we obtain that

P
W3 =u— / C(TT’S)dr, (10.45)

PO

is a 3-Riemann Invariant.

Remark 21 In the case of a perfect polytropic gas (p = (v — 1) pe) the 1-Riemann invariant (10.42) simplifies
to Wl =u—+ S27¢ while the 3-Riemann invariant (10.45) simplifies to W=y - e

We sum up these computations in Table 1.

k=1 k=2 k=3
Ak u—c u u+c
k-pseudo Riemann invariants

s, u+ pﬁ; c(:js) dr | w,p | s u-— f;ﬂ —C(TT’S) dr

k-pseudo Riemann invariants
2

perfect polytropic gas s, u+ %c u, p 5, u— 2%

Table 1: k-pseudo Riemann invariant for one dimensional Euler equations

Let us now return to the use of the ”incomplete” Riemann problem for the determination of the boundary state
v. The internal state v is given and we have to find the two states v and . satisfying the 6 scalar equations
(20.13)-(10.33)-(10.34). Since we have explicit values for the pseudo Riemann invariants, we can rewrite the
two last equations as :

P1
s=81 u—u = / o(r, 5) dr (10.46)
T
P
ur=u, p1=p, (10.47)

where the state v corresponds to (p, u,p), the state uu to (p1,u1,p1) and v corresponds to (p, u, p). These 4
nonlinear equations must be coupled with the given boundary conditions (10.13). This method appears to be
much more complex than the one we propose, since we only have to add to (10.13) one equation which is here

I3(v) - f(v) = l3(v) - f(v) or explicitly :

(K — uc)pu + (c — ku)(pu® + p) + kpuH = pc + ¢ pu — kup . (10.48)
On the other hand we have compared numerically the solutions on test cases and it appears that they give almost
the same solution, see Section 9.
10.1.6 Conclusion

For a subsonic inlet boundary condition, even in the simplest cases of one dimensional Euler equation, the
method of this paper leads to a simpler and faster algorithm for imposing the physical boundary conditions.

10.2 The case of a subsonic outlet boundary condition

We assume again that the problem is posed on the interval ]0, L[ and now the outlet boundary is held at x = L
in order that z in equation (10.4) coincides with the coordinate along the outer normal. We have 0 < u < ¢
and therefore with the notations of Section 3.1.3, x = 1 since there is one negative eigenvalue : v — c. Hence
we have to prescribe one boundary condition that we write

g1(v) =0. (10.49)
Condition (3.15) reads here

091 () 1 (w — ) 292 (w) + (B — 1) 222 () # 0.

8_’01 7 Ovg T _8113_
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Proposition 8 The physical boundary conditions g1(v) = 0 can be prescribed at a subsonic outlet if the
condition
891 891

D0, (v) + (u—g)a—vg(y) + (ﬂ—m)g—i(y) £0, (10.50)

is satisfied.

Usually at a subsonic outlet it is standard to impose the pressure, that is to take g(v) = p—pour Where pour is
agiven pressure. According to Section 6.2.1 with nd = 1, we find that the left hand side of (10.50) is ¢2, a pos-
itive number. One can also wish to impose another quantity like velocity, mass flux, temperature,. .. Denoting
by A the right hand side of (10.50), we obtain after some tedious computations the following results gathered
in Table 2. These show that indeed it is possible to impose either the pressure or the velocity or else the tem-
perature. It is not possible to prescribe the entropy (s) but it is also possible to impose the mass flux (pu) or
the total enthalpy (H). However in these last cases, an instability may occur if the flow becomes critical (sonic
point) at the outlet.

| Variable [ 91(v) A ]
Pressure P — pour 2
Velocity U — uouUT _%
Mass flux ou — (pu)our u—c
Temperature (perfect gas) T —Tour 226?0375 :
Total Enthalpy H — Hoyr 5(9_;5)
Entropy s — sour 0

Table 2: Values of A, the left hand side of (10.50)

10.3 The case of a wall boundary condition

We have already treated this case in the general case (Section 6.1). We assume that the wall is located at x = L.
Recall that since « = 0 on the wall, the flux we are looking for simply reads as f(v) = (0, p, 0) and therefore
is totally determined by p. The characteristic analysis leads here to the equation :

la(v) - f(v) =l3(v) - f(v), (10.51)

hence we obtain :
_ls(v) - flv) (10.52)

that is (compare with (6.4)) :

pc’u
p=p+ . (10.53)

Remark 22 For a polytropic gas, for which the equation of state is p = (v — 1)pe where v > 1 is a given
constant, we have k = v — 1 and ¢? = % Then formula (10.53) reads as

pme (v it) = (0 0 Y 1o

10.4 How to handle change of type

Let us discuss a typical case which arises in practice. Assume that we aim to capture a stationary state such
that the right boundary = = L corresponds to a subsonic outlet. The physical boundary condition in this case
might be e.g. a prescribed pressure pour as already discussed in Section 10.2. This situation assumes that at
the boundary the fluid is indeed going outside of the domain and more precisely that 0 < u < ¢. But since
this stationary flow is computed by using the evolution equation, nothing guaranties that during the transient
the fluid might temporarily enters into the domain i.e. that the velocity at the boundary (and/or at the cell
adjacent to the boundary) might become negative « < 0 < c. In such a case the outlet becomes an inlet and
according to the theory one must prescribe two physical boundary conditions. We have already one physical
boundary condition, namely an imposed pressure, it is therefore natural to add another one to this condition.
According to Section 10.1, we have various choices. The more natural one is to impose another thermodynamic
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variable (Proposition 4). All the choices are equivalent in theory since once the pressure is given, any of the
other thermodynamic variables (density, pressure, energy, enthalpy and entropy) will determine uniquely the
thermodynamical state. Let us for instance assume that we decide to impose the density (it is the more natural
choice since it is one of our computational variable v1) p = pour.

The structure of the algorithm is then as follows.

e If0 < u < cthenthe flux f(v) = (pu, pu® + p, puH) is determined by solving the system :

P =pour ,
l2(v) - f(v) = l2(v) - f(v), (10.55)
l3(v) - fv) =ls(v) - f(v).

e If u =0then f(v) = (0,pour,0).
o If —c < u < 0 then the flux f(v) = (pu, pu® + p, puH) is determined by solving the system :

P =pour,
p = pour (10.56)
l3(v) - f(v) =ls(v) - f(v).

Remark 23 We have not discussed yet the choice of por. Here again there are two possibilities. In the first
one, pour is prescribed because one has some insight on the value of p at the outlet for the stationary state
under investigation. While in the second one, we simply take pour = p. This corresponds in a certain sense
to the discretization of a Neumann’s condition on p. In general this last condition is preferred since it does not
produce an artificial boundary layer on p.

11 Conclusions

In this paper we have presented a method for imposing boundary conditions for multidimensional hyperbolic
systems of conservation laws. This method is general and very simple to write down and to implement. It
does not rely on extra constructions like e.g. Riemann solvers or (pseudo) Riemann invariants. Moreover we
have shown both via a mathematical proof and numerical evidence that it gives as good results as the more
sophisticated method of partial Riemann problems, with the advantage that, besides being general, it is more
efficient from the computational point of view.

12 Appendix : Construction of control volumes

To define the finite volume method, the computational domain €2, taken to be a polygonal domain, has to be
decomposed in small volumes K such that 2 = Uxe7 K. These small volumes K are polyhedra such that
the boundary is the union of hypersurfaces K N L where L belongs to the set N(K) = {L € T/L #
K and K N L has positive (nd — 1)-measure} and of hypersurfaces on the boundary of Q i.e. K N <.

Here we assume that an unstructured mesh in the finite element sense composed of triangles in 2 dimensional
space (for instance Figure 30) and of tetrahedra in 3 dimensional space is defined on the domain 2. For defining
control volumes on this given mesh, there are different choices.

12.1 The cell center finite volume approach

This method consists in approximating the average of the solution on the simplex itself (triangles in 2-D,
tetrahedra in 3-D).

12.2  The vertex finite volume approach

The vertex finite volume approach, also called node-centered finite volume is very popular in the commu-
nity of fluid dynamics (see Dervieux [14], Selmin [49], Stoufflet [48], Arminjon and Madrane [3], Carré and
Dervieux [8], Debiez et al [13], Dervieux and Desideri [15], Eymard et al [21], Farhat and Lanteri [22], Feis-
tauer et al [24],...). This method consists in approximating the average on the so-called dual mesh where the
control volumes D are associated with vertices of the initial finite element mesh. For nd = 2, the volume D
associated with vertex S is obtained by joining the center of gravity of elements K that contain the vertex .S and
the center of all faces of K sharing S. For vertices on the boundary, the volume is complete with the boundary

59



On boundary conditions in the FV framework Report CMLA, Ens de Cachan, 2003

of the domain : see Figure 31. This dual mesh is also called “Voronoi” dual mesh. For nd = 3, the volume D
associated with vertex S is the union of the subpolyhedrons resulting from the subdivision of polyhedrons K
containing S by means of medians planes.

=
L4

Figure 30: Cell F.V. : the control volumes Figure 31: Vertex F.V. : Control volumes
are the simplex of the finite element mesh on a 2d triangular (dashed) mesh

Remark 24 For nd = 2, if a linear approximation is used and if mass lumping or low order quadrature
formulas are employed, one can prove that the scheme defined in Section 2.3.1 by the system of 0.d.e’’s 2.64 and
the flux 2.66 is equivalent to a conforming finite element method with an upwind treatment of the convective
term (see for instance Idelsohn and Onate [33], Feistauer et al [24])... ). An other advantage of this choice,
concerns the discretization of second-order operator like viscous terms.

Remark 25 This method suffers from the building of the dual mesh. For instance, computations of the measure
of volumes and the area of hypersurface are not an easy task in three dimensions. It may also involve much
more numerical viscosity [41].

Remark 26 There is for nd = 2 and for a triangulation 7" made of triangles a slightly different method where
control volumes (Figure 32) are obtained by joining the center of gravity of every triangles K surrounding the
vertex S.

N
Y

Figure 32: Modified vertex F.V. : Control Figure 33: Barycentric F.V. : Control vol-
volumes on a 2d triangular (dashed) mesh umes on a 2d triangular (dashed) mesh

12.3 The barycentric finite volume approach

More recently, Dolejsi and Angot [16], Feistauer et al [23], Angot et al [2] and Dolejsi et al [17] have developed
and used the barycentric finite volume where the average of solution is computed on control volumes that are
defined by joining the barycenter of each volume of the primal mesh with its vertices : each control volume is
then associated with a nd — 1 dimensional hypersurface of the initial mesh as it is illustrated on Figure 33.
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